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g. Non-aircraft Maintenance. Initial COMSEC equipment
installations may be accomplished by installation teams,
however, the installations must be certified by graduates of an
approved course of instruction for either unlimited or limited
maintenance of specific COMSEC equipment, or associated crypto
ancillary equipments unless specifically exempted by logistic
support documentation. If no COMSEC maintenance action or
external wiring change is involved, COMSEC may be removed and
installed by other than a certified maintenance technician.

h. Proficiency and certification of trained personnel will
be determined in accordance with references (a) and (b).
Certification to perform maintenance on certain crypto
ancillaries can be granted to persons by on-the-job training,
provided these persons are presently certified to maintain the
equipment associated with the ancillaries.

i. Naval Training System Plan (NTSP) for the primary
communications system(s) will address the COMSEC aspects of the
system. A complete and separate NTSP will be prepared following
reference (b) for major stand-alone COMSEC systems/equipment.
For COMSEC equipment that is part of a larger system(s), only an
abbreviated NTSP need be prepared to identify the various system
applications and provide identification of the system's COMSEC.
If an NTSP is not required, COMSEC installation requirements
will be addressed in other Navy technical documentation in
support of the equipment, i.e., Integrated Logistics Support
Plan (ILSP), Operational Logistics Support Summary and Joint
Logistics Support Plan. Within the DON, the maintenance of
COMSEC equipment peculiar to the Marine Corps will be addressed
by Marine Corps ILSPs, and the manpower and training plans will
reference this instruction and address the installation and
maintenance certification requirements for COMSEC and crypto
ancillary equipment as appropriate. In all cases, maintenance
personnel in support of systems employing COMSEC functions or
equipment with embedded COMSEC devices, as defined in the
aforementioned supporting technical documentation, must be
trained to a level commensurate with their involvement with the
equipment or systems.
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5. Action

a. All commands authorized COMSEC equipment for operational
employment shall ensure compliance with the criteria of this
instruction for installation, maintenance or repair functions
with respect to such equipment. Immediate superiors in command
or immediate unit commanders shall ensure examination of
maintenance training records during inspections.

b. Commander, Naval Network Warfare Command
(COMNAVNETWARCOM), and Commander, Naval Education and Training
Command shall coordinate, as required, to ensure that the
provisions of this instruction are incorporated into the
appropriate installation and training documentation.

c. COMNAVNETWARCOM through Commanding Officer, NCMS, shall
ensure compliance as outlined in references (d) and (e).

6. Records Management. Records created as a result of this
instruction, regardless of media and format, shall be managed in
accordance with Secretary of the Navy Manual 5210.1.
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Vice Admiral, U.S. Navy
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