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system load in order to handle normal short-term fluctua-
tions in demand.

Excess generation capacity is also built into the overall
system in order to handle peak loads—for example, on
exceptionally hot summer days when everyone with an air
conditioner turns it on. Typical reserve margins on
well-run systems might be 20 to 30 percent greater than
the maximum peak load including the spinning reserve.
That reserve margins aren’t larger than this--corre-
sponding to the plant availability cited above, or 43
percent (1/0.7)--is because some of the routine mainte-
nance of the plants can be scheduled during nonpeak
times and because some of the peak is met by using
additional equipment specifically designed just for peak
loads, such as low capital cost—but high fuel cost—gas
turbines.

Finally, because generation equipment comes in large
units, there is typically a stairstep increase in system
capacity above overall demand.

As a consequence of these considerations, the typical
power system produces electricity at only a fraction of the
capacities of its individual plants. For example, the
average (weighted by country) generation capacity fac-
tor—measured as the ratio of actual gross generated kWhs
divided by the potential kWhs generated by the power
plant if it ran at full capacity all the time-across 98
developing countries is 36 percent. (This very low
generation capacity factor reflects serious institutional
and operational problems in many of these power
systems. These issues are discussed in ch. 6.) In compari-
son, the generation capacity factor of the United States9

was 46 percent in 1989. Only 10 of the developing
countries reviewed by the World Bank had generation
capacity factors of greater than 50 percent. For example,
Brazil had 50 percent, China 55 percent, Colombia 57
percent, Egypt 59 percent, and Kenya 52 percent.10

This average generation capacity factor includes both
peaking and baseload power plants. Actual operating
experience for different types of prime movers is shown
in table A-2 for the United States. Generation capacity
factors ranged from 7 percent for gas turbines, to 50
percent for fossil steam, to 62 percent for nuclear plants.
Corresponding generation capacity factors for prime
movers in India are shown in table A-3. Low generation
capacity factors increase the capital cost of delivering
electricity to users.

Table A-3-Capacity Factors for Electricity y
Generating Plants in India

Prime mover Capacity factor

Coal-steam . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42.2%
Nuclear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44.8%
Oil and gas . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28.5°/0
Hydro . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37.5%

SOURCE: Ashok V. Desai,  “Energy, Technology and Environment in
India,” contractor report for the Office of Technology Assess-
ment, Deeember  1990.

Second, to determine the capital cost of supplying
electricity to users, the large losses of electricity between
the plant and the customer must be considered. Transmis-
sion and distribution losses in developing countries
include both technical losses and nontechnical losses due
to billing errors, unmetered use (theft), and other factors.
Technical losses of 15 percent are typical. This relatively
high level of loss is due to poor system power factors, long
low voltage lines to dispersed consumers, inefficient
equipment, and other factors. System improvements can
reduce this high level of loss, but it will probably remain
higher than the 6 percent typical for the United States due
to the large dispersed rural demand likely in the future.
Nontechnical losses are not considered here.ll To deliver
1 kW of power to a consumer, then, requires 1.18 kW of
power to be generated at the utility when 15-percent
transmission and distribution losses are included. Assum-
ing an optimistic 50-percent generation capacity factor
and with 15-percent T&D losses, to deliver 1 kW of power
on average to consumers, a generation capacity of 2.36
kW would be needed.

Third, estimates of the capital cost of generation
capacity alone ignore the cost of transmission and
distribution equipment to deliver it to customers. The
World Bank estimates the cost of T&D capacity in current
developing country expansion plans at $625 to $812/kW.
The World Energy Conference estimates the cost of new
T&D capacity at $l,900-2,770/kW. Costs in developing
countries are likely to be particularly high because of the
extension of electric power grids into rural areas, an
expensive undertaking. This capacity, too, must be
augmented by the T&D losses of 15 percent. In addition,
utilization capacity factors for T&D systems are often
quite low. Lines to residential areas are used primarily in
the evenings and on hot summer afternoons and the T&D
capacity is substantially underused the rest of the time.
Lines to commercial areas are used primarily during
weekdays, but carry little load during evenings and

gNote tit tie genemtion  capacity factor for the United StNeS is net genelatiO n-not including the electricity consumed in operating the power
plant—rather than gross generation.

loJose R. Escay,  world  B@ Industry and Energy Dep@ment,  ‘‘S~ Data Sheets of 1987 Power and Cornrnerciat  Energy Statistics for 100
Developing Countries,” Industry and Energy Department working paper, energy series paper No. 23 (WashingtorU DC: World Bank, March 1990).

1 IMo~n M~s@@e, Joseph Gilling, Melody MaSOIL “A Review of World Bank tinding for Eleetric  Power” (Industry and Energy Department
working paper energy series paper No. 2 (Washington, DC: World Ba~ March 1988), p. 33.
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weekends, etc. This results in an increased capital
investment per kW of electricity supply delivered to the
user.

Fourth, there are other capital costs associated with
electricity supplies, such as investment in buildings,
administrative support offices, etc. The World Bank
estimates these capital costs at 9 percent of the total
required investment, or $182 to $236/kW of capacity.

Fifth, the capital costs of producing the fuels to run
thermal power plants must also be included if the capital
costs of supply expansion is to be accurately depicted.
The World Energy Conference estimates the capital
investment in coal mining at $0.38 to $1.00/GJ (1990
U.S.$) 12 plus $0.20 to $0.33 per GJ13 for transportation
equipment. For thermal power plants with conversion
efficiencies of 33 percent, 1 GJ produces 92,6 kWh or
0.01057 kW-yr. This is equivalent to $55 to 126/kW of
annual electric power output,

The corresponding capital costs for oil production are
$0.80 to $1.10/GJ14 for exploration and production, and
$0.18/GJ 15 for downstream investment in storage tanks,
refineries, and transportation equipment, This is equiva-
lent to $93 to $121/kW of annual electric power output.

For gas, the corresponding capital costs are $0.04 to
$0.16/GJ 16 for exploration and production, and $0.58 to
$1.12/GJ 17 for natural gas transport and distribution
infrastructure. For a thermal power plant with a conver-
sion efficiency of 33 percent, this gives a capital cost of
$59 to $121/kW of annual electric power output. Obvi-
ously, for coal, oil, and gas there can be wide variations
from these estimates based on local conditions.

These capital costs and capacity factors can now be
used to estimate the approximate total capital cost of
supplying electricity, as shown in table A-1. Estimated

costs of a firm kW of power range from $4200 to over
$11,000. These values are comparable to those found in
more detailed analyses of electricity supply options in
India18 and in Brazil.19

To be as conservative as possible, OTA uses more
optimistic values for its base case than those found in or
estimated for developing countries or, indeed, the United
States (table A-l). The extent of this conservatism should
be noted.

First, OTA assumes a low capital cost for coal
production, This value is in part based on the World
Energy Conference assumption that intensive energy
efficiency improvements will reduce the elasticity of
energy use with economic growth in developing countries
to just 0.7—that is, that energy use will increase at just 70
percent of the rate at which developing country econo-
mies grow. In turn, this results in greater availability of
low cost coal supplies, according to the World Energy
Conference.

Second, OTA optimistically assumes that generation
capacity factors can be raised from the current average of
36 percent (by country) to 60 percent—a level higher than
those found in all but two of the 98 developing countries
reviewed by the World Bank.20 This is also better, for
example, than the 56-percent capacity factor projected for
Brazil by Eletrobras—the federal utility holding com-
pany—for the year 2010.21 The cost of new capacity was
chosen to be $1,536 corresponding to the estimates by the
U.S. Electric Power Research Institute for new coal-fired
steam plants constructed under “good’ practice condi-
tions. 22

A more comprehensive analysis would examine the
capacity factors and costs for each component of the
electricity supply system, including base load and peak
load generation capacity.

12Tab1e 5.4 World Energy conference, 1987, op. cit., footnote 8. Excludes SOUti Af~ca.
IsTable  5.7 divid~ by Table 5.2 World Energy Conference, 1987, ibid.
IdTable 3,2 of Wor]d Energy  Conference, 1987, ibid.

IsTable  3.5 of World Energy Conference, 1987, ibid.
l~able 4.3 World Energy Conference, 1987, ibid.
ITTable 4.7, World Energy Conference, 1987, ibid.
18 Amulya  K umar N. Rcddy et al., “Comparative Costs of Electricity Conservation: Centralized and Decentralized Electricity Generation, ’ Economic

umi Political Weekly  (India), June 2, 1990, pp. 1201-1216.
lgJose Goldemberg and Robert H. w~i~, ‘‘The Economics of Energy Conservation in Developing Countries: A Case Study for the Electrical Sector

in Brazil, ‘‘ in David Hafemeister,  Henry Kelly, and Barbara Lwi, ‘‘ Energy Sources: Consemation  and Renewable,” American Institute of Physics,
New York, NY, 1985.

z~ote  tit cape  Verde  ~cfieved a generation capacity factor of 76 percent and Madagascar achieved a level of 64 percent.  These ~gh capaciv factors)
if correctly reported, are probably unique to these very smalt systems and may be due to the lack of reserve margins, not meeting peak loads, having
little or no backup capacity, or other unusual features. See Jose R. Escay, op. cit., footnote 10.

ZIHoward  S, Geller, ‘ ‘Electricity Conservation in Brazil: Status Report and Analysis,’ Contractor Report for the Office of Technology Assessment,
November, 1990.

‘2zFor conceptu~ c]~ty ad agafi  t. be ~ consemative  as possible  in estimating Costs,  th adJKiS ass~es  a high genemtion  ~PacitY ‘actor ‘or a

baseload coal plant operating under near ideal conditions of almost constant load. This should be contmsted with a typical electric power system which
includes a variety of different baseload and peaking plants with differing capitat, operating and maintemnce, and fuel costs; availabilities and effective
capacity factors; and efficiencies.
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Third, OTA assumes that nontechnical losses can be
ignored and that even with extensive rural electrification
T&D losses can be lowered by one-third, from the current
15 percent to 10. In the much longer term, increasing
urbanization and various technical improvements may
make further reductions possible.

Fourth, OTA assumes that T&D capacity is used at 75
percent of its limit and ignores the frequently low level of
utilization in many parts of a typical T&D system, as
noted above.

Together, these considerations indicate that the OTA
base case is likely to be substantially conservative in its
estimate of the capital costs of electricity supply systems.

Calculating Operating Costs for Electric
Power Systems and End Use

To determine life-cycle operating costs, it is necessary
to know the full cost of electricity, including capital,
operations and maintenance, fuel costs, and other factors.
Electricity costs for new supplies are estimated at
$0.09/kWh for the residential and commercial sectors
(1990 U.S.$) and $0.07/kWh for the industrial sector. The
lower cost for industry reflects the greater concentration
of use-allowing the purchase of bulk supplies, reduced
T&D costs, lower administrative overheads, and other
benefits.

These values correspond to the 1987 OECD weighted
average electricity price of $0.087/kWh (1990 U.S.$).
Electricity prices charged in developing countries, how-
ever, have a weighted (by electricity sales) average price
of $0.048/kWh (1990 U.S.$) but have a marginal cost of
production of $0.094/kWh assuming a high 60 percent
average system capacity factor.23 Expected costs of $0.09
to $0.13/kWh (1990 U.S.$) are listed by Jhirad for some
18 commercially available technologies running at a high
capacity factor of 75 percent corresponding to baseload
applications. Gadgil and Januzzi give marginal costs of
production of $0.09/kWh and $0.12/kWh for India and
Brazil respectively.24 OTA has thus chosen the current
average cost of electricity or lower in order to be
conservative. A more detailed examination of electricity
costs are given in ch. 6.

Systemwide Capital and Operating Costs

To complete the analysis, systemwide capital and
life-cycle operating costs can now be calculated for
standard and energy efficient equipment. A level of
services corresponding to a U.S. or Western European
standard of living is assumed, as described below and
summarized in table A-4. Parameters for each energy
service are shown in tables A-5 through A-14 together
with notes providing context. The corresponding sum-
mary values of systemwide capital, life-cycle operating
costs, and electricity use are shown in tables A-15 and
A-16.

Residential households are assumed to have five
persons; capital costs of end-use equipment are allocated
equally among them to get per capita capital and life-cycle
costs.

The following discussion of costs is not inclusive.
There are many related costs that are not included as they
are assumed to be the same for both the standard and the
energy-efficient cases. Examples include the wiring,
switches, and related capital components within the
home, business, or industry-note, particularly, that for
industry these related components such as switchgear,
pipes and ducts, and related process equipment are a very
substantial part of the total systemwide costs; labor and
other costs associated with actually putting equipment
into service; and many other costs. There are also many
other cases where energy efficient equipment is not
considered or where it is left out due to it not being cost
effective. Several examples are listed below.

Cooking 25

Cooking levels are scaled by efficiency factors from
those currently observed in developing countries-6 GJ
per person per year when using wood with a stove thermal
efficiency of 17 percent. This corresponds to an electricity
consumption in the all electric household of about 2250
kWh/household-year. This is slightly lower than the 2500
kWh/yr observed in, for example, Guatemala (see ch. 2),
but is substantially higher than the 700 kWh/household-
year observed in the United States. The dramatically
lower residential household energy consumption for
cooking in the United States is due to a number of factors,
including: 1) smaller households--e.g. two people--than
assumed here; 2) extensive dining out or purchase of

zJC~c~at~  from Annex 9 of A. Mashayekhi, “Review of Electricity Tariffs in Developing Countries During the 1980s,” Industry and Energy
Department working paper, energy series paper No. 32, World Banlq Washingto~  DC November 1990.

MA.  Mas&ye~,  Ibid. David J. Jhirad, ‘‘Innovative Approaches to Power Sector Problems: A Mandate for Decision Makers,” (New Delhi, India:
PACER Conference, Apr. 24-26, 1990, U.S. Agency for International Development, Washington, DC) A more general discussion of electric power
pricing issues can be found in Mohan Munasinghe, “Electric Power Economics” (Lcmdoq England: Butterworth & Co, 1990). Ashok Gadgil and
Gilberto De Martin“ o Januzzi,  “Consemation  Potential of Compact Fluorescent Lamps in India and Brazil,” Lawrence Berkeley Laboratory, report No.
LBL-2721O, July 1989.

zSAddltionalde~  on cooking cm be fo~d ~ Samuel  F. Baldwi~ ‘ ‘Cooking Technologies, * Office of Technology Assessment, staff working paper,
1991.
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Table A-4-Assumed Levels of Electricity y Services and Other Parameters

Energy service Level of service provided

Residential/commercial . . . . . . . . Five people per household.

Cooking . . . . . . . . . . . . . . . . . . . . Comparable to cooking energy requirements in developing countries today, scaled by efficiency. This
results in per capita consumption levels somewhat above those observed in the United States (see text
for details). Cooking energy is allocated 75 percent to electric resistance/gas stoves in the
standard/high-efficiency cases, respectively, and 25 percent to microwave ovens in both cases.

Water heating . . . . . . . . . . . . . . . . 50 liters of water heated 30 °C per day, corresponding to the U.S. level of hot water usage.
Lighting . . . . . . . . . . . . . . . . . . . . . Lighting levels at the midrange of industrial countries. Residential lighting is the equivalent of six hours

of lighting by 60 W incandescent bulbs (four hours with one bulb and two hours with a second) per capita
per day. Commercial and industrial lighting is equivalent to 10 hours, 260 days per year by 4 standard
40 W fluorescent per capita.

Refrigeration . . . . . . . . . . . . . . . . One 510-liter top-mount freezer, automatic defrost refrigerator, corresponding to the most popular type
in use in the United States.

Air conditioning . . . . . . . . . . . . . . 1,200 kWh of electricity for cooling (SEER=8) annually per capita. This is slightly lower than the 1,400
kWh/year used per capita in the United States.

Electronic information
services . . . . . . . . . . . . . . . . . . One color TV used about 5 hours per day.

Industrial motor drive . . . . . . . . . . Industrial motor drive power consumption of 300 W/capita in the base case, comparable to the 308 W
used in the United States.

NOTE: This does not cover all energy services, nor all costs associated with a particular energy service.

SOURCE: Office of Technology Assessment, 1992.

Table A-5-Cooking, OTA Base Case Parameters

Stove parameters Fuel parameters

Stove/fuel Lifetime Capital cost Efficiency Capital cost Total cost

Standard case:
Electric resistance . . . . . . . . . . . . . . . . . . . . . 15 $ 7 5 63% $335/kWa $0.09/kWh

($10.6/GJ) ($25/GJ)
Microwave . . . . . . . . . . . . . . . . . . . . . . . . . . . 15 $250 580/0 same same

High efficiency case:
LPG . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20 $ 5 0 58% $1/GJ/yr $7/GJ
Microwave . . . . . . . . . . . . . . . . . . . . . . . . . . . 15 $250 580/o above above

SOURCE: Note that the same discount rate of 7 percent real is used to calculate a capital recovery factor for the given stove lifetime. The CRF is then used
to annualize all capital costs. Energy consumption is scaled by the relative efficiencies of the stoves from a baseline value of 6 GJ/capita  (30
GJ/household)  with a 17 percent eff icient  wood stove. The electric resistance stove then uses the kW equivalent of 1.6 GJ.

aTh;s  is the annualized cost per kw over the 30-year lifetime of the utility power plant,  using  a total  ~st per delivered  kw of $4,162 a.s in table A-1 .
bNote that this is the estimated  thermal effi~ienq  of a microwave;  in practice,  a microwave  can realize  Overall  coo~ng  efficiencies substantially higher than

conventional cooking devices, particularly for baking.

SOURCE: Office of Technology Assessment, 1992.

‘‘take-out meals rather than cooking at home; 3)
extensive use of highly processed foods such as “min-
ute’ rice or TV dinners, etc. rather than cooking
unprocessed grains for long periods at home; 4) greater
use of high-value foods such as meats that typically do not
require as much cooking energy to prepare as unprocessed
grains; and others,

In the standard efficiency case, an electric resistance
stove provides 75 percent of the required cooking energy
and a microwave oven provides the remaining 25 percent.
In the high efficiency case, an LPG stove substitutes for
the electric resistance stove—reducing upstream capital

costs and cutting primary energy consumption by two-
thirds, and a microwave oven again provides the remain-
ing 25 percent. Natural gas could readily substitute for
LPG, but upstream capital costs for installing and
maintaining a pipeline distribution system would vary,
depending on the total demand. In the industrial countries,
the large winter space heating requirements help justify
the high capital costs of a natural gas distribution system.

The high efficiency case summary values for electricity
consumption do not include the LPG used for cooking
(capital and operating costs for the LPG system are
included in the totals, however). If the total systemwide

297-929 - 92 - 20 - QL : 3
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Table A-6-Costs, Efficiencies, and Lifetimes for Alternative Cooking Technologies

Efficiency Stove
Stove System capital cost Lifetime Fuel cost

Technology percent percent $ years $/GJ
—
Traditional stoves

Dung . . . . . . . . . . . . . . . . . . . . . . . . . . .
Agricultural residues . . . . . . . . . . . . . .
Wood . . . . . . . . . . . . . . . . . . . . . . . . . .
Wood (commercial) . . . . . . . . . . . . . . .
Charcoal . . . . . . . . . . . . . . . . . . . . . . .

Improved biomass stoves
Wood . . . . . . . . . . . . . . . . . . . . . . . . . .
Charcoal , . . . . . . . . . . . . . . . . . . . . . .
Wood II . . . . . . . . . . . . . . . . . . . . . . . .

Liquid stoves
Kerosene wick . . . . . . . . . . . . . . . . . . .
Kerosene pressure . . . . . . . . . . . . . . .
Alcohol Wick . . . . . . . . . . . . . . . . . . . .
Alcohol pressure . . . . . . . . . . . . . . . . .

Gas stoves
Central gasifier . . . . . . . . . . . . . . . . . .
Site gasified . . . . . . . . . . . . . . . . . . . . .
Biogas . . . . . . . . . . . . . . . . . . . . . . . . .
LPG . . . . . . . . . . . . . . . . . . . . . . . . . . .
Natural gas . . . . . . . . . . . . . . . . . . . . .

Electricity
Resistance . . . . . . . . . . . . . . . . . . . . . .
Microwave . . . . . . . . . . . . . . . . . . . . .

Solar
Solar box oven . . . . . . . . . . . . . . . . . .

11-15
13-17
15-19
15-19
19-23

10-14
12-16
14-18
14-18

8-12

0.00
0.00
0.00
0.00
3.00

0.00
0.00
0.00
1.50
4.00

—
—

2

27-32
29-34
40-44

26-31
13-17
38-42

6.00
8.00

10.00

2
3
3

1.50
4.00
1.50

40-45
45-50
40-45
45-50

36-41
41-45
33-37
37-42

20.00
40.00
20.00
40.00

10
10
10
10

5.00
5.00

10.00
10.00

55-60
40-45
55-60
55-60
55-60

39-42
39-44
54-59
48-53
53-58

20.00
50.00
20.00
50.00
20.00

10
4

10
20
20

1.50
1.50
(j-y-y

7.00
1.50

60-65
55-60

17-21
16-20

75.00
250.00

15
15

25.00
25.00

25-30 25-30 25.00 5 0.00
~hereare substantialcapital  costsforthefuelsystem,aswell  aslargeamountsoflaborinvolved incoilectingthebiomassanctdung tobeputintothedigester.

For adetailed discussion ofthis  data, including fuel cycle capital costs, see Baldwin, below.

SOURCE: Samuel F. Baldwin, “Cooking Technologies,” Office of Technology Assessment, U.S. Congress, staff working paper, 1991.

middle of the range of lighting levels currently provided
in the industrial countries (see ch. 3). No additional use of
daylighting or other such techniques is considered. This
lighting is assumed to be provided by two 60 W
incandescents-one  burning 4 hours and one 2 hours each
day-within the home for each person and by, on average,
a bank of four standard 40 W fluorescent tubes with
conventional core-coil ballasts in the commercial and
industrial sectors for each person that are used 10 hours
per day, 5 days per weelq 52 weeks per year. Obviously,
there will also be other lights that are used for short
periods of time--such as in a hall closet, etc.—that are not
included in the analysis here.

The energy efficient case assumes the use of 15 W
compact fluorescent lamps to directly replace the 60 W
incandescent; and the use of two 32 W high efficiency
fluorescent lamps with electronic ballast and a mirrored
glass reflector to directly replace the bank of four 40 W
standard fluorescent lamps. Data for the efficient fluores-
cent lamp case is shown in table A-9. To the extent that
the assumed utilization rates are relatively low—for
example, using one incandescent/compact fluorescent for
2 hours per day and the commercial/industrial fluorescent
just 10 hours per day (particularly in industry it might be

energy consumption values are converted to their primary
energy equivalents, using a fuel to end-user conversion
efficiency of 33 percent, then the high efficiency case
primary energy consumption—including LPG—in-
creases to 34.3 GJ. The corresponding ratio of primary
energy use between the efficient and standard cases
(efficient case divided by standard case) is 59.4 percent,
compared to their ratio for electricity y consumption of 57.4
percent.

Water Heating

The OTA base case assumes that each household will
use 250 liters of 50 ‘C water daily for a per capita
consumption of 50 liters per day. The standard efficiency
equipment is an electric resistance storage water heater;
the efficient case is a solar water heater with a storage tank
and electric resistance heater backup. The solar water
heater is assumed to provide 85 percent of the household
water heating requirements on an annual average,

Lighting

The OTA base case assumes that residential, commer-
cial, and industrial lighting services will total about 30
million lumen hours per person per year. This is in the
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Table A-7—Water Heating, OTA Base Case Parameters

Water heater parameters

Lifetime Capital cost Efficiency Solar fraction
Water heater years $ percent percent

Standard case:
Electric resistance. . . . . . . . . . . . . 13 360 100’ —

Intermediate ease:
Heat pump water heater. . . . . . . . 13 800 2oob —

High efficiency case:
Solar water heater. . . . . . . . . . . . . 13 1,125 1 00’ 85

alt is assum~  that  I oo percent  of the electric energy is converted into heat in the water. Standby losses are inch.ded
in all cases.

b~e heat Purnpwater heater  is assumed to heat water using half the electricity used by the electric resistance heater.
‘The  solar water heater obtains 85 percent of water heating needs from sunlight; the remaining 15 percent is provided

byabackup electric resistance heating coil with 100 percent eff iciency,  The solar water heater isathermosyphon type
with a flat plate collector and a storage tank.

SOURCES: Sunpower, Ltd., Barbados, installed cost October 15, 1990; Howard S. Geller, “Residential Equipment
Efficiency: A State-of-the-Art Review,” American Council for an Energy-Efficient Economy, Washington,
DC, Contractor Report for the Office of Technology Assessment, May 1988; and Howard S. Geller,
“Efficient Electricity Use: A Development Strategy for Brazil,” American Council for An Energy Efficient
Economy, Washington DC, and Contractor Report for the Office of Technology Assessment, 1991.

Table A-8—Lighting, OTA Base Case Parameters

Lamp Parameters

Lifetime Capital cost Efficiency Useful output
hours $ lumens/W lumens

Residential:
Standard case:

Incandescent . . . . . . . . . . . . . . . . 1,000 0.5 12 —
Intermediate case:

Halogen . . . . . . . . . . . . . . . . . . . . . 3,500 1.50 16 —
High efficiency case:

Compact fluorescent . . . . . . . . . . 10,000 15.00 48 .

Commercial:
Standard case:

fluorescent . . . . . . . . . . . . . . . . . . . 10,000 43.00 56 2,260
High efficiency case:

Advanced fluorescent. , . . . . . . . . 10,000 68.00 83 2,100

SOURCES: Residential Iampcostsarefrom Gilberto  De Martino  Januzzi et al., “Energy-Efficient Lighting in Brazil and
India: Potential and Issues of Technology Diffusion,” Apr. 28, 1991, draft, and from manufacturer data.
Commercial and Industrial lamp data is from table A-9, below.

used for longer periods than that)--this increases the
effective capital and life-cycle operating costs of the
efficient equipment relative to the standard lighting
equipment.

Refrigeration

The OTA base case assumes a U.S. style (18 cubic feet
or, equivalently, 510 liter adjusted volume) top-mounted
freezer with automatic defrost that consumes 955 kWh/yr.
This is a much larger refrigerator and has more features
(particularly automatic defrost) than those generally in
use in developing countries today, but is likely to become
more popular in the future as the economies of developing
countries grow. It is also much more efficient (taking into
account its larger size and added features) than refrigera-
tors commonly sold in developing countries today, but is

comparable in size and efficiency to new refrigerators
sold in the United States. The average U.S. refrigerator,
however, has much lower efficiency than this one. This
biases the case against more efficient equipment relative
to actual existing conditions.

The energy-efficient refrigerator chosen for com-
parison is technology “I” listed in ch. 3, which uses
evacuated panel insulation and higher efficiency com-
pressors, evaporators, and fans than the base case. Much
larger and cost-effective improvements in refrigerator
performance are possible as discussed in ch. 3.

The capital cost of these refrigerators is assumed to
have a retail markup of 100 percent over the factory cost.
This is somewhat lower than the 124 to 133 percent
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Table A-9-Cost and Performance of Commercial
Lighting Improvements, Brazil

Table A-l O-Refrigeration, OTA Base Case
Parameters

Performance
Power input . . . . . . . . . . . . . . .
Rated light output . . . . . . . . . .
Useful light output . . . . . . . . . .

Capital costs
Lamps . . . . . . . . . . . . . . . . . . . .
Ballasts . . . . . . . . . . . . . . . . . . .
Reflectors . . . . . . . . . . . . . . . . .
Subtotal . . . . . . . . . . . . . . . . . .
Annualized capital costs . . . . .

Annual energy use
Direct electricity use . . . . . . . .
Air conditioning energyc . . . . .
Total electricity use . . . . . . . . .

Utility costsd

Capital investment . . . . . . . . .
Annualized capital cost . . . . . .
Annual electricity costs . . . . . .

System wide costs
Total annual capital cost. . . . .
Total annual operating

cost . . . . . . . . . . . . . . . . . . . .

Standarda Efficient b

Refrigerator parameters

192 W
10,800 Im
2,260 Im

60W
5,000 Im
2,100 Im

Retail Annual
capital energy

Lifetime cost consumption
Technology a years $ kWh

507 kWh
142 kWh
649 kWh

$296.00
$23.85
$58.41

$ 3 6 . 5 0

$71.10

$5.80
$28.65
$33.95
$68.40
$20.18

158 kWh
44 kWh

202 kWh

$92.00
$7.41
$18.18

$27.60

$38.40
NA = not applicable.
%ased on four 40 Wtubes with conventional core-coil ballast in a standard
fixture with completely exposed lamps.

bBaS~ on two 32 w high effidency  tubes with electronic ballast and with
a mirrored glass reflector. Useful output is so high because of: (1) the
narrow 32 W tubes trap less light in the fixture; (2) the electronic ballast
operates at high frequencies and raises nominal output of the tube; (3) the
mirrored reflector increases useful light output, etc.

~his is the amount of air conditioning power needed to remove the heat
generated by the lights. This synergism is not included in the OTA
analysis.

dwility  ~sts are set at estimated marginal prices rather than prevailing
average prices in Brazil which may be undervalued. Thus, capital
investment is based on $4,000 per delivered kW and electricity prices are
set at $0.091kWh.

SOURCE: Adapted from Howard S. Geiler, “Efficient Electricity Use: A
Development Strategy for Brazil,” American Camcil for an
Energy Efficient Economy, Washington, DC 1991. Contractor
report to the Office of Technology Assessment, November
1990.

markup assumed by the U.S. Department of Energy,26 but
is believed representative of the lower overheads that can
be expected in a developing country.

Commercial refrigeration systems are not considered in
the OTA scenarios, but information on efficiency im-
provements in these systems is presented inch, 3.

Standard case:
A . . . . . . . . . . . . . . . . . . 20
Intermediate case:
B . . . . . . . . . . . . . . . . . . 20
c . . . . . . . . . . . . . . . . . . 20
D . . . . . . . . . . . . . . . . . . 20
E . . . . . . . . . . . . . . . . . . 20
F 20
G  “ : : : : : : : . ’ . ’ : : : : : : : :  2 0
H . . . . . . . . . . . . . . . . . . 20

495.00

495.20
498.40
506.00
514.20
534.00
550.50
561.20

955

936
878
787
763
732
706
690

Efficient case:
I . . . . . . . . . . . . . . . . . . 20 635.70 577
More advancedb

J . . . . . . . . . . . . . . . . . . 20 746.20 508
K . . . . . . . . . . . . . . . . . . 20 781.56 490
NOTE: A constant retail madwp of 100 percent over f~tow Prices was

assumed. This is somewhat Iowerthan the retail mark~p’s  assumed
forthe United States by the Department of Energy, butcorresponds
to lower overheads in developing countdes.

aspmif~ de~ptions  of these technologies are listed In chapter 3, table
3-13.

hhese  were not considered in the OTA high efficiency scenario because,
even though they appear to be cost effective on a Iifecyde basis, they have
substantially higher capital costs due to their projected use of two
compressor systems.

SOURCE: Twhnical  Support Document: Energy Conservation Standards
for Consumer Products: Refrigerators and Furnaces (Washing-
ton, DC: U.S. Department of Energy, November 1989) publica-
tion DOE/CE-0277.  See also Table 2-13.

Air Conditioning

The OTA base case averages the use of two air
conditioners for both residential and commercial cooling
over the five persons per household. One is smaller, at 2
tons equivalent capacity, and uses a relatively low 4000
kWh/year; the other is larger, at 3 tons, and uses a higher
8000 kWh/yr.27 Combined, these might correspond to a
household and a small office demand, respectively.
Larger offices, however, would have substantially lower
per occupant air conditioning costs and higher efficien-
cies than those assumed here due to economies of scale in
the equipment and much higher capacity factors than
those assumed here. The assumed base case efficiencies
were, in both cases, an SEER of 8, which is comparable

Z6U.S.  Department of Energy, ‘‘Technical Support Document: Energy Conservation Standards for Consumer Products: Refrigerators and Furnaces;
Lncluding: Environmental Impacts and Regulatory Impact Analysis,” report No. DE9MI03491, November 1989.

27A ton of M con~tio~g  is tie cooling power provided by melting 1 ton-2000 pounds-of ice over a 24-hour period. This  fi @valent to 200
Btu per minute or 12000 Btu/hour of heat removal, equivalent to 0.211 (h4J)/rninute  or 12.66 MJ/hour. The energy efficiency mtio of an air conditioning
unit is its cooling capacity in Btu per hour divided by its required power input in watts. Thus, an air conditioner with an EER of 8,0 requires 426.5 watts
of energy input to remove 3412 Btu/hour  of heat from a building, or equivalently, to remove 1 kW of heat input. An air conditioner with a 2-ton capacity
operating continuously consumes (2 tons) *(12000 Btu/hr)/8=3  kW of power, or 26,280 kWh@.r.  At an annual energy consumption of 4000 kWh/yr,
it is then operating at an annual average capacity factor of 15 percent. A 3-ton air conditioner consuming 8,000 kwh per year has a capacity factor of
20 percent.
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Table A-1 l—Air Conditioning,OTA Base Case Parameters

Air Conditioner Parameters Average
Retail power

Lifetime capital cost consumption
years $ SEER watts

Low load: 2 ton
Standard case . . . . . . . . . . . . . . . 15 1,400 8 456

Intermediate case . . . . . . . . . . . . 15 1,700 10 365
15 2,000 12 304

High efficiency ease. . . . . . . . . . . 15 2,300 14 261

High load: 3 ton
Standard case . . . . . . . . . . . . . . . 15 2,100 8 913
Intermediate case . . . . . . . . . . . . 15 2,400 10 730

15 2,700 12 608

High efficiency case. ... , . . . . . . 15 3,000 14 521

NOTE: Costs are based on a flat rate of $700 per ton of cooling power and $150 per SEER above an SEER of 8,
corresponding roughly to U.S. retail prices installed. Power consumption is in watt--averaged over the
year—and is based on the average energy use of 4000 kWh in the low-load case, scaled by SEER using an
SEER of 8 for the baseline, and 8000 kWh annual energy use in the high load case, also scaled by SEER.

SOURCE: Office of Technology Assessment, 1992.

Table A-12—Color Television, OTA Base Case Parameters

Color Television Parameters

Retail Annual energy
Lifetime capital cost consumption
years $ kWh/yr

Standard Case. . . . . . . . . . . . . . . . . . . 10 .$316 .00 205
Intermediate case 1., , . . . . . . . . . . . 10 $320.30 184
Intermediate case 2 . . . . . . . . . . . . . . 10 $322.90 176
High efficiency case. . . . . . . . . . . . . . 10 $323.50 171

NOTE: The assumed lifetimes of 10 years are somewhat longer than the observed lifetime in the U.S. of 7 years.
Efficiency improvements include reducing standby power by replacing voltage dropping resistor with a
transformer; replacing the surge protection resistor and adding output taps on the power suppfy;  and in the high
efficiency case, replacing the picture tube with a slightly higher efficiency picture tube. Much larger efficiency
improvements may be readily and cost-effectively achieved.

SOURCE: Technical Support Document: Energy Conservation Standards for Consumer Products: Refrigerators,
Furnaces, and Television Sets (Washington, DC: U.S. Department of Energy, November 1988) publication
DE89-002738.

to the average for new room air conditioners sold in the
United States in 1988, and slightly lower than the SEER
of 9 for new central air conditioners (see ch. 3).

These levels of air conditioning are then divided by five
(per household) to get the corresponding per capita costs
and energy use; these values are then divided in half to
reflect an overall average air conditioning penetration of
50 percent of households and offices. In the base case, per
capita electricity consumption for air conditioning is then
about 1,200 kWh/year. This is comparable to the 1,400
kWh/year used per capita in the United States for cooling
residential and commercial buildings (this includes build-
ings with no air conditioning and cooler climates as well)
and is in the same range as that observed in some
developing countries for those with air conditioners (see
ch. 3).

In hot, humid climates, however, air conditioning loads
can be substantially higher than those assumed here. In
Florida, for example, air conditioning loads on uninsu-
lated concrete block houses were 8200 kWh/yr--twice
the assumed levels here. In large buildings, there is
typically a cooling demand year around in order to
remove internal heat gains-from lights, people, etc.—
which increases the capacity utilization of the air condi-
tioner and improves the cost effectiveness of high
efficiency units compared to the values assumed here.

Overall, air conditioning loads could easily dwarf most
other electricity demands in hot, humid climates. They are
intentionally kept comparable to other demands here,
because there is little available data to project future air
conditioning demand in developing countries, and be-
cause the case presented was intended to be as conserva-



Table A-13-industrial Motor Drive, OTA Base Case Parameters

Industrial motor drive parameters Annual Power
Motor Motor Pump ASD energy consumption by

lifetime capital cost capital cost capital cost consumption Weighting size class
years $/hp $/hp $/hp kWh/yr-motora by motor watts

Standard case:
1 hp . . . . . . . . . . . . . . . . 15 218.00 75 NA 3,621 0.036283 15

10 hp . . . . . . . . . . . . . . . . 19 56.30 75 NA 30,390 0.007782 27
30 hp . . . . . . . . . . . . . . . . 22 41.03 75 NA 86,341 0.003956 39

100 hp . . . . . . . . . . . . . . . . 28 43.53 75 NA 283,116 0.002506 81
200 hp . . . . . . . . . . . . . . . . 29 37.5 75 NA 560,752 0.002155 138
Efficient case:

1 hp . . . . . . . . . . . . . . . . 15 294.00 90 543.00 70%* 0.036283 10.5
10 hp . . . . . . . . . . . . . . . . 19 71.40 90 359.70 70% 0.007782 18.9
30 hp . . . . . . . . . . . . . . . . 22 49.70 90 203.60 70% 0.003956 27.3

100 hp . . . . . . . . . . . . . . . . 28 46.96 90 135.75 70% 0.002506 56.7
200 hp . . . . . . . . . . . . . . . . 29 41.24 90 111.07 70% 0.002155 96.6
NA - Not applicable.

SOURCES: Motor lifetimes and weighting factors are derived from table A-1 4. Motor costs are from Marbek Resource Consultants, Ltd., “Energy Efficient Motors in Canada: Technologies, Market
Factors and Penetration Rates,” Energy Conservation Branch, Energy, Mines and Resources, Canada, November 1987; Pump (fan) costs are very rough estimates from various
manufacturers data sheets-note that these rests can vary dramatically depending on the particular type of pump and application; ASD costs are from Steven Nadel,  et al., “Energy
Efficient Motor Systems: A Handbook on Technology, Programs, and Policy Opportunities,” (Washington, DC: American Council for an Energy Efficient Economy, 1991). System
engineering and installation costs are assumed to be the same for both standard and energy efficient ~ses,  corresponding to the situation where there is considerable practical
experience with high efficiency systems and the development of effective design rules and procedures.
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Table A-14-Characteristics of U.S. Motor Population, 1977

Electric motor size, horsepower

<1 1-5 5.1-20 21-50 51-125 >126
Total number, millions . . . . . . . . . . . 660.0 55.0 10.5 3.3 1.7 1.0
Average life, years. . . . . . . . . . . . . . . 12.9 17.1 19.4 21.8 28.5 29.3
Weighted average size, hp . . . . . . . . 0.3 2.1 11.9 32.5 86.7 212.0
Average efficiency, % . . . . . . . . . . . . 65.0 77.0 82.5 87.5 91.0 94.0
Average load, %full load . . . . . . . . . . 70.0 50.0 60.0 70.0 85.0 90.0
Average capacity factor, 0/0. . . . . . . . 3.5 7.0 17.4 27.7 37.5 43.2

Total annual use, 109 kWhr . . . . . 30.5 33.9 103.4 155.2 337.7 573.3
SOURCE: Samuel F. Baldwin, “Energy Efficient Electric Motor Drive Systems,r’ Thomas B. Johansson,  Birgit  Bodlund,  and Robert H. Williams, eds., .E/ecttitity:

Efficient End-Use and New Generation Tec#mologies  and Their Planning Implications (Lund University Press, Lund Sweden, 1989).

tive as possible-higher air conditioning loads weight the
case even more heavily in favor of more efficient air
conditioning equipment. Finally, it must be noted that
many techniques, such as building insulation, improved
window technologies, and many others, are generally
much more cost effective than even the high efficiency air
conditioner case presented here (see ch, 3). Again, these
alternatives were not examined, both to keep the standard
and efficient cases strictly comparable and to be as
conservative as possible.

Electronic Information Services:
Color Television

The OTA Base Case assumes the use of 19-inch to
20-inch color TVs for about 5 hours per household per
day. The standard TV uses about 109 W of power; the
efficient TV uses about 91 W of power. As discussed in
ch. 3, much greater efficiency improvements are possible
using Complementary Metal Oxide Semiconductor (CMOS)
electronic devices and power management techniques
and, in the future, converting to flat panel displays.

Industrial Motor Drives

The OTA base case assumes the use of standard
efficiency motors, pumps, fans, and other equipment. The
size class of motors is weighted by U.S. data, as shown in
table A-14, Motor costs and efficiencies are discussed in
ch. 4.

The energy-efficient equipment case assumes that
average savings of 30 percent are realized (a 30 percent
reduction in energy consumption), compared to the base
case through the use of energy-efficient motors, high
efficiency pumps/fans, adjustable speed drives, and the

28 The correspondingelimination of throttling valves.
capital costs of motors and Adjustable Speed Drives
(ASDs) is listed by size; the capital costs of high
efficiency pumps/fans were assumed to be 20 percent
greater than standard equipment. The same weighting by
size class is used as for the Base Case. No credit is given
for potential reductions in the size (and cost) of efficient
equipment. No consideration is given to the potential for
optimizing the sizes of pipes or ducts, etc., or for
improved design rules or other changes. Again, these
various assumptions combine to make the case for energy
efficient equipment conservative.

Summary

The results of these cases can now be summed as
shown in tables A-15 and A-16, These data form the basis
of the summary graphs shown in chs. 1 through 4 for the
systemwide capital and life-cycle costs of electricity
services.

Sensitivity Analysis

Each of the various parameters can now be varied to
determine the sensitivity of the analysis to the input
values. The results of such a sensitivity analysis are
shown in table A-17. This sensitivity analysis shows that
the above estimates of systemwide capital costs, life-cycle
operating costs, and electricity consumption are fairly
insensitive to the input values.

In order to erase the overall capital savings advantage
of more efficient equipment: the discount rate for
end-users would have to be raised to 2.3 times that for
utilities; the marginal cost of efficient equipment would
have to be increased by 70 percent over observed values;

28A ~orc  ~omewative ~~~uption  would be tit ~o.thirds  of the motor ~ve systems could & retrofit and achieve such 30 perCent  energy SaVhlgS
while one-third could not be usefully retrofit in terms of cost or energy efficiency (the motor systems might already operate at full constant load with
high efficiency). Such an assumption obviously dom not reduce the economic or energy savings for the two-thirds of the motors that could be retrofit,
but does change the total economy-wide energy and lifecycle  and capitat  cost savings realizable (the numerator is decreased by the change in motor drive
systems retrofit while the denominator remains the same). The overall impact is to reduce society-wide energy savings from 47 percent in the case of
all motors retrofit to 43 percent if two-thirds of the motors are retrofit; lifccycle cost from 28 percent to 25 percent; and capital savings from 13 percent
to 11 percent.
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Table A-15-Summary Results for Standard Equipment

Capital costs

End-user Utility System Operating cost Power Fuel
Standard system $/capita $/capita $/capita $/capita Watts GJ

Cooking . . . . . . . . . . . . . . . . .
Water heating . . . . . . . . . . . . .
Lighting . . . . . . . . . . . . . . . . . .
Refrigeration . . . . . . . . . . . . .
Air conditioning . . . . . . . . . . .
Information services . . . . . . .
Industrial motor drive . . . . . . .

Total . . . . . . . . . . . . . . . . . .

7.14
6.80

14.31
9.34

38.43
9.00
9.80

94.81

17.74
25.72
24.15

7.31
45.95

1.57
100.63
223.07

24.87
32.52
38.45
16.66
84.38
10.57

110.43

317.87

48.82
67.25
71.06
26.53

146.43
12.69

193.76
566.54

52.9
76.7
72.0
21.8

137.0
4.7

300.0
665.0

0.0
NA
NA
NA
NA
NA
NA

0.0
NA D not applicable.
NOTE: Many related capital costs, particularly for industrial motor drive, are not included as they are assume to be the same in both the standard and the energy

efficient eases,
SOURCE: Office of Technology Assessment, 1992.

Table A-16-Summary Results for Energy Efficient Equipment

Capital costs

End-user Utility System Operating cost Power Fuel
Energy efficient system $/capita $/capita $/Capita $/capita Watts GJ/year

Cooking . . . . . . . . . . . . . . . . .
Water heating . . . . . . . . . . . . .
Lighting . . . . . . . . . . . . . . . . . .
Refrigeration . . . . . . . . . . . . .
Air conditioning . . . . . . . . . . .
Information services . . . . . . .
Industrial motor drive . . . . . . .
Total . . . . . . . . . . . . . . . . . . . .

6.43
21.23
25.34
12.00
58.19

9.21
25.44

157.87

6.05
3.78
7.23
4.42

26.26
1.31

70.44
119.48

12.48
25.02
32.58
16.42
84.45
10.52
95.88

277.34

26.83
30.12
42.34
22.39

119.91
12.29

154.21
408.09

14.1
11.3
21.6
13.2
78.3

3.9
210.0

352.24

1.3
NA
NA
NA
NA
NA
NA
1.3

NA - not applicable.
NOTE: Many related capital costs, particularly for industrial motor drive, are not included as they are assumed to be the same in the standard and

energy-efficient cases.

SOURCE: Office of Technology Assessment, 1992.

the demand for a given piece of efficient equipment would
have to be cut nearly in half; or the marginal efficiency
gain of more efficient equipment would have to be
reduced by one-third. 29

Similarly, to erase the overall life-cycle cost savings
advantage of more efficient equipment: the discount rate
for end-users would have to be raised to over five times
that for utilities; the cost of electricity would have to be
reduced to less than one-third of its marginal cost of
production; the marginal cost of efficient equipment
would have to be increased by 2.5 times; or the marginal
efficiency gain of more efficient equipment would have
to be reduced by over two-thirds.30

Of particular interest in this sensitivity analysis is that
real consumer discount rates must be raised to 2.3
times--or 16 percent real-that for utilities (at 7 percent)
in order to erase the systemwide capital cost advantage of

energy efficient equipment; and the discount rate must be
raised to over five times--or 38 percent real-that for
utilities to erase the life-cycle cost advantage of efficient
equipment. Some will respond that observed capital costs
to end-users can be that high in developing countries. This
is true. Such high rates are not primarily due to the
difficulty of administering large numbers of loans or other
such factors, however, but rather are due to institutional
mechanisms that route, often intentionally, capital from
end-users to large capital users such as utilities. These
mechanisms include taxes on end-users, but tax breaks for
utilities; low-interest loans or special financial bonds for
utilities; or other such proactive mechanisms. Unin-
tentional impacts of these mechanisms include capital
shortages in end-user markets due to the large demand for
capital by utilities and other public or favored sectors. As
noted in chs. 1 through 4, however, even if consumers had
access to capital at rates comparable to those available to

2~e ~nethird  fiwe  d~S not include  c~~,  for which tie shift  from elec~c resis~ce  burners to ~ burners provides particukuly large Uipitd
savings. If cooking is includecl  the marginal efficiency gain of energy-efficient equipment would have to be reduced by two-thirds overall in order to
erase the capital saving advantage of energy efilcient  equipment.

30Ag~4 ~s d~s not included COOk@,  ~ above.
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Table A-17—Sensitivity Analysis

Required value to
erase system capital Required value to erase

cost advantage of Iifecycle cost advantage of
Parameter Baseline efficient equipment efficient equipment

Discount rate for end-use sectorsa . . . . 7% 16% 38%

Electricity cost:
Residential/commercial . . . . . . . . . . . $0.09/kWh NA $0.028/kWh
Industrial . . . . . . . . . . . . . . . . . . . . . . . $0.07/kWh NA $o.021/kwh

Marginal cost of efficient
end-use equipment . . . . . . . . . . . . Tables A-5 to A-14 70% increase over baseline 250% increase over baseline

Load factor . . . . . . . . . . . . . . . . . . . . . . . . Tables A-5 to A-14 55% Of baseline load 25% of baseline load
Marginal efficiency

Advantage of efficient
end-use equipment . . . . . . . . . . . . Tables A-5 to A-14 66% of baseline efficiency 29% of baseline efficiency

advantageb advantage
NA - not applicable.
awhile keeping  utility  discount rate at 7 perC9nt.
bhis  does not include cooking as the shift from electrii  resistance to gas burners results in efficiency gains and corresponding capital and Iifecycle savings

irrespective of the relative efficiency factor.

SOURCE: Office of Technology Assessment, 1992.

utilities, there are a number of market failures which
would impede the purchase of efficient end-use equip-
ment by end-users.

If real discount rates increase for both the utility and the
end-user, the capital savings realized by installing effi-
cient equipment increase. For example, increasing the real
discount rate for both utility and end-user from 7 to 15
percent increases the relative capital savings of efficient
equipment from 12.75 percent to 17 percent.

From a societywide perspective, failure to invest in
energy efficient equipment thus results in substantially
higher systemwide capital costs, life-cycle operating
costs, and energy consumption—with all its related
environmental impacts--than necessary. A more optimal
allocation of capital to end-use efficiency would require
changes in institutional mechanisms. Certainly, adminis-
trative overheads associated with oversight of large
numbers of small loans will lead to higher discount rates
than those for the utility sector, but they are unlikely to be
twice as high, let alone the five times as high needed to
erase the overall cost savings of efficient equipment found
in this analysis. Such institutional mechanisms might
range from channeling capital through utilities for pur-
chase of efficient end-use equipment by end-users, to

mandated efficiency standards, Combinations of these are
being used in the United States and other industrial
countries.

It is also useful to put the marginal cost of energy
efficient equipment in the context of the overall decline in
the real cost of consumer goods. As shown in chs. 1 and
2, the real cost of refrigerators in the United States
declined by a factor of five between 1950 and 1990 due
to improvements in materials and in manufacturing
technologies. Averaged over this 40-year period, this is a
12.5 percent annual decline in real cost. In comparison,
the energy-efficient equipment costs end users about 67
percent more than standard equipment, or the equivalent
of about 5 years worth of manufacturing improvements.

Finally, it must be noted that these changes to erase the
systemwide capital cost and life-cycle cost advantages of
energy efficient equipment are on top of the highly
conservative choices of parameters used in the OTA base
case standard and energy efficient equipment scenarios.
Based on these considerations, it appears that the overall
conclusion—that energy efficient equipment can reduce
systemwide capital costs and lifecycle operating costs-is
robust,



Appendix B

Electricity Supply Technologies

On-Grid Electricity Supply Technologies

Table B-1 summarizes key characteristics for on-grid
electric generating technologies. Representative values
are shown; specific cases may vary considerably from
these estimates.

Factors listed in this table include the following:

●

●

●

●

Application: Base, intermediate, or peaking. Base
load plants provide the slowly varying baseline
power demanded by the grid and account for the bulk
of the power supplied. Because of the large amount
of power they supply, low cost fuels such as coal
or—in some cases-nuclear are preferred for these
plants. Because of the difficulties inherent in using
these fuels, base load plants are generally large and
capital intensive. Intermediate and peaking plants
are chosen to be successively less capital intensive as
they are used for shorter periods, such as for the
afternoon peak demand due to air conditioning loads
or the early evening peak due to residential lighting
demand. To minimize capital costs, more expensive
fuels, such as oil or gas, are generally used, and the
plants are installed in smaller units.

Capital Costs. Costs shown are nominal values;
these costs will vary widely depending on local
conditions, specifics of the technology, and other
factors. Many of these cost estimates are from
Electric Power Research Institute, Technical Assess-
ment Guide (TAG), Report No. EPRI P-6587-L, Palo
Alto, CA, September 1989; other cost estimates have
been developed by OTA from various sources. All
costs are deflated to December 1990 U.S. dollars.
Note that the capital costs listed here do not include
mining, transmission and distribution, administra-
tion, or other overhead capital costs, and are not
adjusted for capacity factors as is necessary to
account for full systemwide costs as done in
appendix A.

operating Requirements. Estimated heat rates
(Btu/kWh) are from the Electric Power Research
Institute (TAG) where available; other heat rate or
thermal efficiency (in percent) estimates have been
developed by OTA from various sources. Heat rates
or efficiencies will vary depending on specifics of
the technology, fuel quality, and other factors.

Fuel. Plants listed as using ‘‘distillate’ can often use
natural gas as well. Fuel costs are from the Electric
Power Research Institute (TAG), and are for U.S.
delivery in 1990. Availability of petroleum-based
fuels varies with world market conditions; if a

●

●

●

●

The

domestic source is used then availability may be
much improved.
Total Costs. Levelized capital costs assume the
discount rate, lifetime, and capacity factors shown;
results are sensitive to all these assumptions. O&M
costs are estimated by OTA based on information
from manufacturers, consultants, utilities, and oth-
ers. Both fixed ($/kW-yr) and incremental ($/kWh)
O&M costs are included; fixed O&M costs are level-
ized using the capacity factor. Fuel costs are based on
given fuel prices and heat rates, Note that these costs
are lower than the total systemwide costs estimated
in appendix A due to assumed high capacity factors
here (70 percent) for individual plants rather than
typical system capacity factors of 60 percent or less
as assumed in appendix A, and because other cost
components such as coal mining, transmission and
distribution, and operating overhead are included in
appendix A but are not included here.

Time Requirements. Installation lead times are
typical values for the time from decision to build to
actual operation. These values are strongly affected
by site-specific permitting and other regulatory
considerations.
Environmental Impacts. Air indicates the relative
quantity of NOX, SOX, and particulate emission, per
kWh; it does not include C02 emissions, which are
highest for coal-based technologies, followed by oil,
natural gas, and others. Water requirements indicate
the relative quantity of water needed to operate the
plant. Solid and liquid waste products indicate the
volume of waste products which must be handled.
Infrastructure Requirements. In general, large
(over 100 MW) plants will require river or rail
access.

technologies evaluated in table B-1 include the
following with the listed parameters:

●

●

●

●

●

Conventional Combustion Turbine. Based on an
80 MW unit.

Conventional Steam Plants. Values for coal plant
are based on a 300 MW subcritical plant using West
Virginia bituminous pulverized coal without flue gas
desulfurization (FGD).
Hydroelectric Plants. Costs may vary widely,
depending on local conditions.
Advanced Combustion Turbine. Based on a 140
MW unit.
Combined Cycle. Based on a 120 MW unit using
distillate fuel.
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Table B-2—Nominal Parameters for Selected Off-Grid Generating Technologies

Diesel Micro-hydro Photovoltaics Wind

Capital cost ($/kW). . . . . . . . . . . . . . . . . . . . . . . . . . . . . 700 2,000 1 0,000’ 5,000b

Lifetime (years). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 20 30 20
Discount rate (percent) . . . . . . . . . . . . . . . . . . . . . . . . . 7 7 7 7
Levelized capital cost ($/kW) . . . . . . . . . . . . . . . . . . . . 100 190 800 470

Capacity factorc (percent) . . . . . . . . . . . . . . . . . . . . . . . 20 20 20 20

Capital cost ($k/Wh) . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.06 0.11 0.46 0.27
O&M ($/kWh) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.02 0.02 0.005 0.01
Fuel ($/kWh)d . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.23 0.00 0.00 0.00
System lossese (percent) . . . . . . . . . . . . . . . . . . . . . . . 5 5 10 10
Total cost ($/kWh) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.33 0.14 0.51 0.31

NOTE: Numbers may not add due coextensive rounding.
a photov~ltai~  ~st~ include $6,~0  per Peak kw for the panel, $2,000 for the balance  of system costs, and $2,M0 for batteries at-id their rep{aCGmentS  (eVery

5 years over the 30 year life of the system).
bwjnd  ~sts  in~jud~  $3,~0  per  peak  kw for the turbine ad ba]an~e  of system, and $1 ,~(1 for batteries and their repl~ements (every  5 years over the 20

year life of the system).
C The ~pa~ty  factor is list~ as Permnt but  might equally well ~ given in terms Of annual kwh  Output  per  kw capacity,  A capacity factor  Of 20  pWCWlt  then

corresponds to 1,750 kWhlkW,
dFor  diesel  priced at $0.50 per liter.
esystem  Iosse$  include batte~ losses  for pv and wind systems, and other system losses  for diesel and hydro  equipment.

SOURCE: Office of Technology Assessment, 1992. Sources forcostsare  discussed in chapter 6and are based primarily on retail quotes from manufacturers
and distributors, where available. Developing country costs may be higher due to increased transportation costs, and due to duties and taxes. Costs
shown here are for low-volume production, however, and higher volumes may allow for lower per unit costs.

Fluidized Bed. Based on a 200 MW unit with a
circulating atmospheric bed using Illinois bitumi-
nous coal.
Life Extension. Costs and other attributes vary
widely.

Municipal Solid Waste. Based on a 40 MW mass
burn technology.
Steam Injected Gas Turbine. Based on a 100 MW
unit.
Advanced Batteries. Based on a 5-hour, 20 MW
unit.
Advanced Nuclear. Based on a 600 MW light water
reactor with passive safety features.
Binary Geothermal. Based on a 54 MW unit.
Compressed Air Energy Storage. Based on a rock
formation cavern, using an electric compressor and
a 110 MW combustion turbine. Approximately 10
hours of storage provided. Each kWh of output
requires 0.76 kWh electric input plus 4,000 Btu of
fuel.
Fuel Cell. Based on a phosphoric acid fuel cell with
4 units at 25 MW each.
Integrated Gasification Combined-Cycle. Based
on a 400 MW plant using bituminous coal.
Pumped Hydro. Based on a conventional above-
-ground 3 by 350 MW unit.
Solar Photovoltaics. Based on a flat plate technol-
ogy. Note that the costs of solar photovoltaic systems
are largely scale independent.
Wind Turbine. Based on a farm of three hundred
250 kW units.

● Solar Thermal. Based on a parabolic trough/natural
gas hybrid. Note that the relatively high capacity
factor is due to use of natural gas cofiring to
supplement insolation.

Off-Grid Electricity Generating Technologies

A variety of technologies are available that can provide
electricity at (remote) sites that are not connected to the
electric power grid. Two sets of calculations are of
interest. First, how do the costs of these various technolo-
gies compare. Four technologies-diesel engine genera-
tor sets, micro hydroelectric plants, flat panel photovolta-
ics, and wind turbines-were selected to illustrate this
representative calculation. Second, how do the costs of
these technologies (including battery storage, as needed)
compare with the cost of extending the grid and providing
on-grid generation.

In order to compare the cost of power from these
various technologies, estimates were made for the life-
cycle costs of a 10 kW peak capacity electricity generating
system with storage. Nominal parameters and results are
shown in table B-2 and a sensitivity analysis is shown in
table B-3. These results are also shown in figures in
chapter 6.

As can be seen in table B-2, where available, micro-
hydroelectric power can be relatively lower in cost and
wind power comparable in cost to diesel systems,
Photovoltaic systems tend to be higher in cost for the
baseline parameters chosen. The costs of power are highly
sensitive, however, to fuel costs in the case of diesel
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Table B-3-Sensitivity Analysis for the Cost of Selected Off-Grid Generating Technologies

Diesel Micro-hydro Photovoltaics Wind

Baseline: total cost ($/kWh) . . . . . . . . . . . . . . . . . . . . .
Variable: fuel cost

Baseline: $0.50/liter . . . . . . . . . . . . . . . . . . . . . . . . .
$0.75/liter . . . . . . . . . . . . . . . . . . . . . . . . .
$1.00/liter . . . . . . . . . . . . . . . . . . . . . . . . .

Variable: discount rate
3 percent . . . . . . . . . . . . . . . . . . . . . . . . .

Baseline: 7 percent . . . . . . . . . . . . . . . . . . . . . . . . .
10 percent . . . . . . . . . . . . . . . . . . . . . . . . .
15 percent . . . . . . . . . . . . . . . . . . . . . . . . .

$0.33/kWh $0.14/kWh $0.51/kWh $0.31/kWh

0.33
0.45
0.57

0.14
0.14
0.14

0.51
0.51
0.51

0.31
0.31
0.31

0.32
0.33
0.33
0.35

0.10
0.14
0.16
0.21

0.33
0.51
0.67
0.96

0.22
0.31
0.38
0.51

NOTE: Parameters are based ontable  B-2.

SOURCE: Office of Technology Assessmen~  1992.

Table B-4—Nominal Costs and Break-Even Distances for Grid Extension

Diesel Micro-hydro Photovoltaics Wind Grid + extension

Baseline: total cost ($/kWh)a . . . . . . $0.33/kWh $0.14/kWh $0.51/kWh $0.31/kWh $0.07/kWh + $O.032/kWh-km

Break-even distance (kilometers)
Variable: grid extension

Baseline: $ 4,500/km . . . . . . . . .
$ 7,000/km . . . . . . . . .
$ 9,000/km . . . . . . . . .
$10,000/km . . . . . . . . .
$13,000/km . . . . . . . . .

Variable: discount rate
3 percent . . . . . . . . . .

Baseline: 7 percent . . . . . . . . . .
10 percent . . . . . . . . . .
15 percent . . . . . . . . . .

8.1 km
5.2
4.0
3.6
2.8

2.1 km
1.3
1.0
0.9
0.7

13.9 km
8.9
6.9
6.3
4.8

7.5 km NA
4.8
3.8
3.4
2.6

10.4
8.1
6.8
5.3

1.8
2.1
2.2
2.4

10.8
13.9
15.7
17.8

6,6 NA
7.5
8.0
8.6

NA - not available or not applicable.
%seline  values for remote generation technologies are listed in table B-2; baseline parameters for on~rid generation are$1500/kW capadty,  30 year lifetime,

7percent discount rate, $0.01/kWh for O&M,  $0.02/kWh for fuel (fuel priced at $2.00 per million Btu and a heat rate of 10,000 Btu/kWh),  and an actual capacity
factor of 60 percent in operations, with power routed to the site at the same rate as generated by the remote technologies; baseline values for grid extension
were $4500/k~ responding to a singl-wire  earth return (a very Iowcost  system), a lifetime of 20 years, a discount rate of 7 percent, and an annual O&M
cost of 3 percent of the initial capital cost.

SOURCE: Office of Technology Assessment, 1992.

systems, and to discount rates in the case of photovoltaic,
wind, and hydro systems (see table B-3).

Actual costs may vary considerably from the parame-
ters chosen in tables B-2 and B-3. Other factors are also
important in choosing a system for remote generation.
Many regions will not have access to good micro-hydro
or wind resources. Diesel systems require timely delivery
of fuel, spare parts, and competent maintenance for
reliable operation; in many areas these factors are not
available. Finally, photovoltaic systems, though expen-
sive, may have substantial advantages over diesel systems
by not using fuel, having few or no moving parts, and
requiring little maintenance.

These systems can also be compared to the cost of
extending the electric power grid and providing on-grid
generation capacity. There are two components of cost
that must then be considered: the cost of conventional

on-grid generation as detailed in table B-1, and the cost of
the grid extension itself.

As detailed in Chapter 6, the cost of grid extension
ranges from $4,600 to nearly $13,000 per kilometer for
single phase systems, depending on the terrain, the precise
type of system, and a host of other factors. O&M costs
range from 2 to 4 percent of the capital cost.

By equating the cost per kWh of the remote generation
to the cost of the grid technology plus grid extension, an
approximate “break-even” distance can be calculated.
For distances less than the break-even distance, it will
then be lower cost to extend the grid; for distances greater
than the break-even distance, it will be lower cost to install
a remote generation technology. Note, however, that there
are many caveats to this highly simplified analysis. The
capacity of grid extension may be much greater than that
assumed here for the remote generation technologies, or
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may be upgraded more easily. On the other hand, remote Results of such a calculation are shown in table B-4. As
generation technologies may be more reliable than seen there, the most sensitive factor is the cost of the grid
extending the grid with lines easily downed during extension itself. Breakeven distances are not particularly
storms. A much more detailed analysis is required for sensitive to the discount rate as both grid extension and re-
actual implementation of a real system.l mote generation require large upfront capital investments.

I For ~ sll~uy  more det~led adysis,  see Chandra Shekhar  Sti and T~a c~~a Kandpal> ‘‘Decentralized v Grid Electricity for Rural India,’
Energy Policy June 1991, pp. 441448.

2 9 7 - 9 2 9  - 92 - 21 - QL : 3
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Conversion Factors, Abbreviations, and Glossary

Conversion Factors

Area

1 kilogram (kg)=
2.20 pounds (lb)

1 pound (lb)=
0.454 kilogram (kg)

1 quad (quadrillion Btu)=
1.05x 1018 Joules (J)
1.05 exajoules (EJ)
3.60xl05 metric tons, coal
1.72x 106 barrels, oil
2.36x10 S metric tons, oil
2.83x101° cubic meters, gas
1.07x1012 cubic feet, gas
2.93x 102 terawatthours

1 liter (1)=
2.64x10 -1 gallons (liquid, U. S.)
6.29x10-3 barrels (petroleum, U. S.)
1X10-3 cubic meters (m3)
3.53x10 -2 cubic feet (ft3)

1 gallon (liquid, U.S.)=
3.78 liters (1)
2.38x10-2 barrels (petroleum, U. S.)
3.78x10-3 cubic meter (m3)
1.33x10-] cubic feet (ft3)

1 barrel (bbl) (petroleum, U.S.)=
1 .59x102 liters (1)
42 gallons (liquid, U. S.)
1.59x10-1 cubic meters (m3)
5.61 cubic feet (ft3)

From Centigrade to Fahrenheit:
((9/5) X (T))+ 32 = ° F

1 acre=
0.405 hectare (ha)
1.56x10-3 square miles
4.05 square kilometers (km2)

1 hectare=
0.01 square kilometer (km2)
3.86x10 -3 square miles
2.47 acres

Weight
1 metric ton (ret) (or “long ton”)=

1,000 kilograms or 2,200 lbs
1 short ton=

2,000 pounds or 907 kg

Energy
1 kilowatthour=

3.41x 103 British thermal units (Btu)
3.6x10 6 Joules (J)

1 Joule=
9.48x10 -4 British thermal unit (Btu)
2.78x10 -7 kilowatthours (kWh)

1 British thermal unit (Btu)=
2.93x 104 kilowatthours (kWh)
1.05x103 Joules (J)

Volume
1 cubic meter (m3)=

1X103 liters (1)
2.64x102 gallons (liquid, U. S.)
6.29 barrels (petroleum, U. S.)
35.3 cubic feet (ft3)

1 cubic foot (ft3)=
2.83x101 liters (1)
7.48 gallons (liquid, U. S.)
1.78x10-1 barrels (petroleum, U. S.)
2.83x10-2 cubic meters (m3)

1 cord wood=
128 cubic feet (ft3) stacked wood
3.62 cubic meters (m3) stacked wood
1 dry (i.e., no moisture) ton of wood

Temperature
From Fahrenheit to Centigrade:
(5/9) X (oF - 32)= °C

Temperature changes:
—To convert a Centigrade change to a Fahrenheit change:

9/5 x (change in ‘C) = change in ‘F
–-To convert a Fahrenheit change to a Centigrade change:

5/9 x (change in ‘F) = change in °C
—Example: a 3.0 °C rise in temperature = a 5.4 OF rise in temperature

–312–
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Abbreviations
AC —Alternating current
ACEEE —American Council for an Energy Efficient

Economy
ADB —Asian Development Bank
ADF —African Development Foundation
A F B c —Atmospheric fluidized bed combustion
AfDB —African Development Bank
AfDF —African Development Fund
AID —Agency for International Development
ASD —Adjustable speed drive
ASEAN —Association of South East Asian Nations
ASHRAE —American Society of Heating, Refrigeration

and Air-Conditioning Engineers
ASTRA —Centre for the Application of Science and

Technology to Rural Areas
BEST —Biomass Energy Systems and Technology

(AID)
BIG/GT —Biomass gasifier/gas turbines
BOF —Basic oxygen furnace
BOS —Balance-of-system
Btu —British thermal unit
CAEX —Computer aided exploration and

development
CAFE —Corporate average fuel efficiency
CEST — Condensing-extraction steam Turbine
CETA —Conventional Energy Technical Assistance

(AID)
CFCs —Chlorofluorocarbons
CGIAR —Consultative Group on International

Agricultural Research
CH4 —Methane
CKD —Completely knocked down kits
CNG —Compressed Natural Gas
CO* —Carbon dioxide
CORECT —Committee on Renewable Energy

DC
DOE
DRI
DSM

EAI
EDI

EPA
EPDCP

EPRI
E s c o
ESMAP

ETIP

Commerce and Trade
—Direct current
—Department of Energy
—Directly reduced iron
—Demand side management
—Electric arc furnace
—Enterprise for the Americas Initiative
—Economic Development Institute (World

Bank)
—Environmental Protection Agency
—Energy Policy Development and

Conservation Project (AID)
—Electric Power Research Institute
—Energy service companies
—Energy Sector Management Assistance

Program
—Energ-yTechnology Innovation Project (AID)-. -.

Eximbank —Export-Import Bank
FAO —Food and Agriculture Organization
F B c —Fludized bed combustion

International System of Units (SI): Prefixes

EXAMPLES: 1 Teragram  or Tg (1012  or 1,000,000,000,000 or 1 trillion
grams); 1 megawatt+dectric  or MWe (1W or 1,000,000 or 1
million watts-electric).

EXCEPTION: 1OIS (1,000,000,000,000,000) British thermal Units  (BtU) is
not generally referred to as a PBtu.  Instead it is known as a
quad, or one quadrillion Btu’s.

FCIA —Foreign Credit Insurance Association
FGD —Flue gas desulfurization
FINESSE —Financing of Energy Services for Small

GAO
GATT
GDP
GEEI
GEF
GNP
HVAC

IBRD

IDA
IDB
IEA
I F c
IGCC
I IEc

IPcc

ISTIG
JIT
LCP
LDC
LPG
LWR
MAGPI

MDB

MIGA

NGL
NGO
NIC
O&M
ODA

Scale Energy Users
--General Accounting Office
-General Agreement on Tariffs and Trade
-Gross domestic product
-Global Energy Efficiency Initiative
--Global Environmental Facility
-Gross national product
—Heating, ventilation, air-conditioning

equipment
—Inter-American Foundation
—International Bank for Reconstruction and

Development
—International Development Association
—Inter-American Development Bank
—International Energy Agency
—International Finance Corporation
—Integrated gasification combined cycle
—International Institute for Energy

Conservation
—Intergovernmental Panel on Climate

Change
—Intercooled steam injected gas turbine
—Just-in-time (inventory control)
—Least cost planning
—Lesser developed country
—Liquefied petroleum gas
—Light water reactor
—Multi-Agency Group for Power Sector

Innovation
—Multilateral development bank
—Most favored nation
—Multilateral Investment Guarantee Agency
—Measurement while drilling
—Natural gas liquids
—Non-governmental organization
—Newly industrializing country
—Operations and maintenance
-Overseas Development Assistance-.--..— — . ~
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OECD -Organization for Economic Cooperation
and Development

OIMP -Office of International Major Projects (Dept
of Commerce)

OPEC -Organization of Petroleum Exporting
Countries

OPIC —Overseas Private Investment Corporation
PACER —Program for the Acceleration of

Commercial Energy Research (AID)
PC —Pulverized coal
PEFCO —Private Export Funding Corporation
PPP —Purchasing power parity
PROCEL —National Electricity Conservation Program

(Brazil)
PSED —Private Sector Energy Development (AID)
PURPA —Public Utilities Regulatory Policy Act
PV —Photovoltaic
PVO —Private volunteer organizations
R&D —Research and development
RD&D —Research, development and demonstration
REAT —Renewable Energy Applications and

Training (AID)
REDAC —Renewable Energy Design Assistance

Center (SANDIA)
SRIC —Short rotation intensive culture
STIG —Steam injected gas turbine
T&D —Transmission and distribution
TDP —Trade and Development Program

—Ultra high power furnace
UNDP —United Nations Development program
UNEP —United Nations Environment Program
UNFPA —United Nations Family Planning

Association
UNIDO —United Nations Industrial Development

Organization
USDA —United States Department of Agriculture
US/ECRE —United States Export Council for

US&FCS

USTR
VHF/FM

Renewable Energy
—United States and Foreign Commercial

Service
—United States Trade Representative
—Very high frequency/frequency modulated
—World Bank

Glossary

Appliance: Any household energy-using device.

Biodiversity: Biological diversity, i.e., the variety of
species in a given area.

Biomass: Technically, the total dry organic matter or
stored energy content of living organisms in a given
area. As used by OTA, biomass refers to forms of
living matter (e.g., grasses, trees, shrubs, agricultural
and forest residues) or their derivatives (e.g., ethanol,
timber, charcoal, dung) that can be used as a fuel.

Btu (British thermal unit): The amount of heat needed
to raise the temperature of 1 pound of water by 10F at
a specified temperature.

Capacity factor: The actual output of the generating
technology in kWh, divided by the theoretical maxi-
mum output of the technology operating at peak design
resource levels.

Capital cost: The investment in plant and equipment.
This includes construction costs, but does not include
operations, maintenance, or fuel/electricity costs.

Chlorofluorocarbons: Compounds containing chlorine,
fluorine, and carbon; they generally are used as
propellants, refrigerants, blowing agents (for produc-
ing foam), and solvents. They are identified with
numbered suffixes (e.g., CFC-11, CFC-12). They are
known to react with and deplete stratospheric ozone
and also are “greenhouse’ gases in that they effec-
tively absorb certain types of radiation in the atmos-
phere.

Cogeneration: The simultaneous production of both
electric power and heat for use in industrial or
commercial/residential or other applications.

Commercial energy: Usually refers to coal, oil, gas, and
electricity on the basis that they are widely traded in
organized markets. These fuels are distinguished from
other fuels such as firewood, charcoal, and animal and
crop wastes, which are mostly described as ‘biomass’
in this report.

Deforestation: Converting forest land to other vegetation
or uses (i.e., cropland, pasture, dams).

Demand side management: The planning, implementa-
tion, and monitoring of utility activities designed to
encourage customers to modify their pattern of elec-
tricity usage.

Discount rate: The rate at which money grows in value
(relative to inflation) if it is invested.

Efficiency: For electricity generating technologies, effi-
ciency is the actual output in kWh divided by the
energy consumed or used to produce that output. For
end use technologies, efficiency is often defined as the
ratio of output to input, but for some end uses (such as
transportation), more complex definitions are used.

Emissions: Flows of gases, liquid droplets, or solid
particles into the atmosphere. Gross emissions from a
specific source are the total quantity released. Net
emissions are gross emissions minus flows back to the
original source. Plants, for example, take carbon from
the atmosphere and store it as biomass during photo-
synthesis, and they release it during respiration, when
they decompose, or when they are burned.
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End use: Any of the services or processes (e.g., lighting,
refrigerant ion, mechanica l  dr ive)  made poss ib le
through the provision of energy (also see energy
services).

Energy carrier: A fuel-liquid, gaseous, or solid-or
electricity to provide energy.

Energy conversion: The process of converting energy
from one form to another, Often involves transforming
primary or raw energy to a high quality carrier, such as
gas or electricity.

Energy intensity: The amount of energy required per unit
of a particular product or activity. Often used inter-
changeably with ‘‘energy per dollar of GNP. ’

Energy services: The service or end use ultimately
provided by energy. For example, in a home with an
electric heat pump, the service provided by electricity
is not to drive the heat pump’s electric motor but rather
to provide comfortable conditions inside the house
(also see end use).

Feedback: When one variable in a system (e.g., increas-
ing temperature) triggers changes in a second variable
(e.g., cloud cover) which in turn ultimately affect the
original variable (i.e., augmenting or diminishing the
warming). A positive feedback intensifies the effect. A
negative feedback reduces the effect.

Fossil fuel: Coal, petroleum, or natural gas or any fuel
derived from them.

Generating capacity: The capacity of a powerplant to
generate electricity, typically expressed in watts-
electric (e.g., kWe or MWe).

Greenhouse effect: The effect produced as certain
atmospheric gases allow incoming solar radiation to
pass through to the Earth’s surface, but prevent the
(infrared) radiation, which is reradiated from the Earth,
from escaping into outer space, The effect responsible
for warming the planet.

Greenhouse gas: Any gas that absorbs infrared radiation
in the atmosphere.

Integrated Resource Planning (IRP): In energy plan-
ning, a cost-based ranking of all of the supply and end
use technologies that could provide an energy service,
beginning implementation with the lowest cost oppor-
tunities. Integrated Resource Planning changes the
regulatory framework in order to encourage utilities
and others to implement the least-cost demand and
supply options. Among other changes, regulators
allow utilities to earn income based on the net benefits
from investments in energy efficiency improvements,

Least cost planning: Often used interchangeably with
Integrated Resource Planning, though a more limited

frame of reference. The practice of basing investment
decisions on the least costly option for providing
energy services. It is distinguished from the more
traditional approach taken by utilities, which focuses
on the least costly ways to provide specific types of
energy, with little or no consideration of less costly
alternatives.

Life cycle or lifecycle operating cost: The cost of a good
or service over its entire life cycle.

Methane: A compound consisting of one carbon atom
and four hydrogen atoms; it occurs naturally, often in
association with coal and petroleum and as a byproduct
of the metabolic activities of some microorganisms; it
can also be synthesized artificially.

Monoculture: The exclusive cultivation of single species
(e.g., corn or soybeans), a common practice in modem
agriculture and energy forestry.

Natural gas: A naturally occurring mixture of hydrocar-
bons (principally methane) and small quantities of
other gases found in porous geological formations,
often in association with petroleum.

OECD: Organization for Economic Cooperation and
Development, an organization that includes most of
the world’s industrialized market economies. Mem-
bers include Australia, Austria, Belgium, Canada,
Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Japan, Luxembourg, Netherlands, New
Zealand, Norway, Portugal, Spain, Sweden, Switzer-
land, Turkey, United Kingdom, and United States.

Primary energy: The term “primary energy” includes
fossil fuels (e.g., coal, crude oil, gas) and biomass in
their crude or raw state before processing into a form
suitable for use by consumers.

Reliability: Measured by the actual output of the generat-
ing technology in kWh, divided by the output that
would occur if the technology worked perfectly all the
time. As used in this report, reliability does not reflect
resource limits. The term availability is also used.

Reserves: The portion of a resource base that is proven to
exist and can be economically recovered (i.e., the value
of the product exceeds the production and transporta-
tion costs).

Residues: Agricultural or agroindustrial byproducts (e.g.,
sawdust, coconut shell, bagasse from sugar cane) that
can be used as fuel.

Resources: The total existing stock of a given resource--
including discovered and not yet discovered portions—
regardless of the economic feasibility of recovering the
resource. Also refers to subset of resources that have
been proven to a degree of certainty, which are likely
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to be proved recoverable in the future based on a
defined set of technical and economic specifications.

Retrofit: To update an existing structure or technology by
modifying it, as opposed to creating something en-
tirely new from scratch. For example, an old house can
be retrofitted with advanced windows or insulation to
slow the flow of heat energy into or from the house.

Sectors: Categories of end users or suppliers. The sectors
included in this report are residential, commercial,
industrial, agricultural, transportation, conversion, and
resources.

Sustainable: A term used to characterize human activi-
ties that can be undertaken in such a manner as to not
adversely affect the environmental conditions (e.g.,
soil, water quality, climate) necessary to support those
same activities in the future.

Systemwide: In the context of this report, an analytic
point of view that accounts for each interdependent

aspect of the process of producing, providing and using
energy.

Traditional energy: Typically, fuels that are gathered
and burned by individuals with little or no processing.
Some processed forms, such as charcoal, are included
in this definition.

Transport mode: The different means of transporting
people and freight within a system. This includes, road,
rail, and maritime transport.

Watt (W): A common unit used in measuring power (i.e.,
as the flow of energy overtime), equivalent to 3.41 Btu
per hour. Where an ‘‘e’ follows the unit (as in kWe or
MWe), the watt is in the form of electrical energy.
Where a ‘‘t” follows the unit (as in kWt or MWt), the
watt is in the form of thermal energy.
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