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of aircraft: without perfect synchronization, one airplane’s switch might open just as another’s might close creating
an indecipherable jumble and the system was never adopted.

In 1939, the U.S. Navy mounted atop a destroyer a set of half-wavelength rods on a pole. A motor rotated
the pole and the rods along with it. The rotation changed the orientation of the rods, hence their degree of
resonance with a distant radar and thus the strength of the radar echoes. The radar echo from the destroyer
oscillated in an obvious way that identified it as a friend. This technique, while simple, had the same limitations
as the aircraft system and because of its simplicity was easy for an enemy to copy.

The limitations of passive cooperative techniques led radar researches to active radar reply devices, now
called “transponders.” The first transponders operated at the radar’s frequency; whenever the transponder
detected a radar pulse it would transmit its own pulse at the same frequency. The radar would detect this pulse,
interpret it as a powerful radar return, and the target would show up brightly on the radar screen.

The first transponders were the Mark I and Mark II developed in Britain and similar devices developed around
the same time by the U.S. Naval Research Laboratory (NRL). These devices scanned all radar frequencies in use
by friendly forces and retransmitted a pulse at the appropriate frequency whenever a radar was detected. In the
early days of radar, this technique was possible because only two or three radars frequencies were common, but
as more radar frequencies became available, this approach became untenable simply because the transponder
could not handle the range of frequencies.

By 1941, the proliferation of available radar frequencies required that IFF devices go to a single frequency,
independent of the radar’s frequency. Thus, the radar could operate on whatever frequency was most appropriate
and an additional signal, part of the so-called “secondary” radar, would query the target’s identity. The Mark Ill
was the first such device, sending and receiving signals in the 157-187 MHz (that is, megahertz or millions of cycles
per second) frequency band.3 The Mark Ill became the standard IFF device used by the American, British, and
Canadian air forces during World War Il.

The Mark IV, developed at the U.S. Naval Research Laboratory (NRL), was the first IFF system to use
different frequencies for the query and the response--470 MHz and 493.5 MHz-but it never came into
widespread use.4 In 1942, the NRL began development of the Mark V, also called the UNB or “United Nations
Beacon,” which was to operate near 1 GHz (that is, gigahertz, or billion cycles per second). This program was not
completed until after the war but is important because t he f requencies used-1 .03 GHz for queries and 1.09 GHz
for replies-are still used today on both civilian and military transponders.

The next set of refinements appeared in the Mark “X,” which had a dozen query and response channels
available. 5 Mark X originally allowed aircraft to identify themselves as friendly but did not allow different responses
from different friendly aircraft. A capability, known as SIF,6 allowed different responses from different transponders.
This capability, plus an encrypted query and response mode added to the Mark X became the current Mark XII.
(The Mark XII used for civilian purposes without the encryption capability is still frequently referred to, especially
in Europe, as the Mark X-SIF.)

The Mark XII is today used by U.S. aircraft and ships but is not widely used among U.S. allies.

3 The u-s. equivalent of the Mark Ill was ~lled the SCR 595. See Swords, op. cit., footnote 1, p, 102.

Transponders operating on this principle, now in near universal use on aircraft for civilian air traffic control as well
as military IFF, are usually called ‘(semndary surveillance radars.” See Michael C. Stevens, SeconclWy  Surwei//ance
Radar (Norwood,  MA: Artech House, 1988), p. 7.

4 Much of this and subsequent wartime development  of IFF devices  was a joint effort of U.S.  and British

scientists, called the Combined Research Group and headquartered at the Naval Research Laboratory.
5 The 11)(11 was a pla~+older  until a decision could ~ made about whether a new Mark number WaS justif ied

but it became, perhaps inevitably, the Roman numeral 10. Thus, there are no Marks Vl, Vll, VIII, or IX in the
chronology.

6 U.S. sourmsstate  fhaffhe acronym  stands for “Selective Identification Feature, ” but some British sour~s
state that the “F’ stands for “Facility.”
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this approach is called JADO/JEZ. Tests are now
being carried out at or planned for Nellis and
Eglin Air Force bases. Since the establishment of
the test program, the Navy has become involved,
to enable it to test operationally some noncooper-
ative surface-to-air identification systems, such
as the Shipboard Advanced Radar Target Identifi-
cation System, or SARTIS. In February 1994,
coordination of Army ground-based SAMs, Air
Force interceptors, and Navy off-shore SAMs
will be tested along the coast of Florida at Eglin
Air Force Base.3

Patriot missiles belong to the Army but during
joint operations their rules of engagement are
typically set by the Air Force. The Air Force
wants positive hostile identification before allow-
ing the missiles to fire. Lacking any intrinsic
capability to do so, Patriot batteries must depend
on higher echelons to provide the information.
During large-scale battles involving many poten-
tial targets, the transfer of information from high
echelons down to individual fire control centers
can saturate current data networks, causing delays
in identification data transfer.

Any development of noncooperative IFF must
consider SAMs from the beginning if they are to
contribute to their full potential. For example,
Patriot missiles, while gaining fame for their
interception of Scud missiles in the Persian Gulf
War, were on permanent weapons-hold status
against aircraft targets. There were, therefore, no
ground-to-air fratricides despite numerous viola-
tions of Army air defense areas,4 but also, of
course, Patriot played essentially no role in air
defense operations.5

COOPERATIVE QUESTION-AND-ANSWER
IFF SYSTEMS

Cooperative question-and-answer systems have
been central to combat aircraft identification

since World War II; indeed, some discussions of
“IFF” really only treat this one approach. A
description of the Mark XII and now-canceled
Mark XV provides specific information on these
two systems but also offer a convenient frame-
work for presenting general design considerations
for all question and answer IFF systems.

Although the early “Mark” numbers referred
to specific types of hardware, the Marks XII and
XV—and presumably future models—really refer
to protocols. That is, “Mark XII” refers to an
agreed format, or protocol, for sending and
receiving information. This includes the relevant
frequencies, the length of the radio pulses, the
timing between them, the meaning of different
pulses, and so forth. The Mark number does not
specify the hardware configuration required, and
Mark XII equipment has gone from vacuum tubes
to transistors while using the same protocols. Of
course, some hardware must embody the proto-
cols, but any one of several interrogators and
transponders can handle these formats and are,
therefore, ‘‘Mark XII” devices. For example, the
UPX-23 and UPX-27 refer to two specific ship-
board Mark XII interrogators while the APX-72
is an example of a Mark XII airborne transponder.
Thus, the following discussion can combine
specific questions related to protocols with gen-
eral descriptions of hardware.

The current Mark XII sends out a query in the
‘‘L” radar band, at a frequency of 1.03 GHz. The
query is a pair of radio pulses. The time between
the two pulses can be varied and the transponder
will interpret the query differently depending on
the separation time between the pulses. The
immediate predecessor of the Mark XII, the Mark
X, used three different pulse separations, each
referred to as a ‘‘mode. ’ A pulse separation of 3
microseconds is “Mode l,” 5 microseconds is

q Capt. Rocco Erse~  N6X1, brief~  titled: “Introduction: JADO/JEZ,  ” (undated).
4 Briefing entitled, ‘‘Combat Identification: TRADOC  Briefing,” Lt. Colonel Mike Bro~ U.S. Army Training and Doctrine Command

(March 12, 1992).

5 U.S. Congress, General Accounting Office, Aircrajl Identification System(U), GAO/C-NSIAD-92-13, p. 13.
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“Mode 2,” and 8 microseconds is “Mode 3.’
These modes are still in use today.

The reply signal from the Mark X contained at
least a pair of 1.09 GHz “framing" pulses 20.3
microseconds apart. These pulses indicate when
the reply message starts and stops. Between the
framing pulses of the response from the original
Mark X lay six time slots 2.9 microseconds wide,
each of which may or may not contain a radio
pulse.6 A pulse in a particular time slot represents
a “1“ and lack of a pulse represents a “O,’ thus
allowing transmission of binary numerical data.
The improvements implemented for the Selective
Identification Feature, or SIF (see box 4-A), and
Mark XII included an increase to twelve slots
between the framing pulses to allow for 4,096
possible replies. With the available number of
possible replies, airborne transponders can give a
distinct reply that identifies not just whether the
aircraft is a friend but which aircraft it is-exactly
as in civilian air traffic control today.

A simple transponder can be exploited easily
by the enemy. If the enemy could get the
transponder to respond to a query, friendly
aircraft would reveal their positions and identi-
ties. To avoid this weakness, a program to
develop an encrypted query mode was started in
1954. Mark XII IFF devices have this encrypted
question-and-answer mode, called Mode 4. The
Mode 4 query starts with four time synchroniza-
tion pulses followed by up to 32 pulses that
contain encrypted information telling the receiv-
ing transponder that the query is a valid, friendly
query. Invalid queries are simply ignored by the
transponder. The response to a Mode 4 query is a
string of three pulses. The reply can start after any
of 16 possible time delays; thus by changing the

delay the reply can convey limited information.
See box 4-B for the specifications of the interro-
gations and replies.

The IFF interrogators and transponders cannot
work by themselves. If the transponder sent out a
query in all directions and got a response back, the
IFF interrogator would only know that there is
somewhere out there at least one friendly aircraft.
To query particular aircraft, interrogator antennas
are mounted along with conventional radar anten-
nas to point in a particular direction. When a
target is detected by the radar, the IFF interrogator
can send out a query in the same direction as the
radar beam asking the aircraft to identify itself.
The information from the reply can then be
displayed on the radar screen directly.

The transponder can be simpler than the
interrogator. When it receives a query, the answer
need not be directed to the questioning radar;
instead a simple omni-directional antenna is
adequate and the interrogating radar can deter-
mine which aircraft is responding by correlating
the response with the radar beam’s direction.

Because of the difference in complexity, inter-
rogators are generally more expensive than trans-
ponders. This affects the extent of their use; for
example, some aircraft are fitted only with
transponders. Ships and control aircraft like the
E-2 are routinely fitted with the more expensive
interrogators, but many interceptors are not.

The different modes can be used for military air
traffic control. For example, an aircraft carrier’s
radar will show all the aircraft in its vicinity but this
may be over a hundred aircraft in some crowded air
corridors, such as over the Mediterranean.7 The
radar operator can use IFF modes to highlight
friendly military aircraft.

b Oral history at the Navat Research Laboratory holds that the time slots were intended to be an even 3.0 microseconds wide but the fust
delivexy  of delay lines for the prototype proved faulty, testing at only 2.9 microseconds. Rather than wait for new delay 1ines, researchers
proceeded with what they had available. Thus, it came to pass that framing pulses of 20.3 (that is, 7x2.9) microseconds will be in use well into
the twenty-first century. This tale illustrates how protocol standards should be developed carefully because they tend to stay with us for a long
time.

7 Briefing entitled ‘‘Automatic Identification (AutoID), ” Applied Physics Laboratory, The Johns Hopkins University, (undated).
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Box 4-B-Formats and Protocols for the Mark XII

Mark XII interrogations and replies are pulses of radio waves at 1.03 and 1.09 GHz. Information is conveyed
by changes in the number and timing of the pulses. The interrogation for military Modes 1,2, and 3 and civilian
Modes A, B, C, and D are a pair of pulses separated by a time delay, the length of which is specified by the particular
mode. This format is illustrated in figure A.

Mark XII interrogation format

J L_

F 7 Suppressor
-~ ~ pu lse

IL

A< 0.8 p sec

< Delay

Mode 3/A reply format

>< 0.45 p sec

ti 1< 20.3 p sec

Mode 3/A reply pulse 7654

F1 ~ Al A2 C4 A4 B2 B4 D4 F2

JLJ-JL.-LIL---L-l ULll -

Mode 4 formats

Query Reply

JLLIL
Time synchronization

pulse

-...-UJLL JLIL
Up to 32 data

pulses

SOURCE: NATO STANAG 4193 (Part 1) (Edition 2), 1990.
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Box 4-B–Formats and Protocols for the Mark XII

No antenna is perfect, sending signals Table A—IFF Modes
only in the direction wanted and no other. —

Military civil
Energy leakage through “side lobes” could Delay (p see) mode mode Use

cause transponders to f ire even when t he radar 3 1 Military Function ID
is not pointed directly at them. To avoid this 5 2 Military Function ID
problem, some interrogators send out a sup- 8 3 = A Aircraft identification

pressor pulse in every direction except the 17 B Not used internationally

direction the radar is pointed. A transponder 21 c Altitude
25 D Not used internationally

can compare the size of the two signals and if
the suppressor pulse is larger than the framing SOURCE: NATO

pulses, the query is ignored.
Each interrogation mode has a different time separating the pulses, except that military Mode 3 is equivalent

to civilian Mode A. The various Modes are shown in table 4-1. The pulse separation in Mode 1 is so short that not
ail interrogators and transponders can handle the insertion of a suppressor signal in Mode 1.

The reply format consists of a pair of framing pulses 20.3 microseconds apart with up to 12 signal pulses
between them, although not all modes use all the availabie signal pulses for information. The format is shown in
figure B. Numerical values are transmitted in the replies in the form of four-digit “octal” or base eight numbers of
the form ABCD. Each of the these digits is the sum of three pulse values. in the figure, for example, three of the
pulses are Iabeled Al, A2, and A4. The first digit in the four-digit number is A which equals Al +A2+A4 where Al
has a value of one, A2 a value of two, and A4 a value of four if a pulse is present in the appropriate time slot, and
zero otherwise. Thus the decimal number 4,012, which is 7,654 in octal notation, would be represented by
A=7=A4+A2+A1, B=6=B4+B2, C=5=C4+C1, and D=4=D4. The resulting pulse pattern is shown in figure C.

Mode 4 pulses, the encrypted mode, have a different format. The interrogation pulse starts with four time
synchronization pulses. These are followed by up to 32 data pulses. The arrangement of these pulses validates

that the query is indeed from a friendly interrogator and transponders should send a reply. The reply is a set of
three pulse delayed by various amounts. These formats are shown in figure D.

1 Passive Cooperative IFF Measures appropriate noncooperative identification tech-

Cooperation by friendly targets could enhance
the discriminating ability of passive friendly
observers using the noncooperative IFF tech-
niques described above. Few of these ideas are
beyond the conceptual stage. They include adding
radar highlights that would stand out on high-
resolution radar, inducing vibrations that would
show upon Doppler radars,8 and even modulating
or doping exhausts to make them stand out to
infrared sensors. Application of any of these
techniques will require first the deployment of the

nique.

1 Limitations of Mark X11, Improvements in
Mark XV, and Next Generation IFF

This section briefly discusses some of the
current and potential short-comings of the current
Mark XII IFF system. These problems were to be
corrected with the development of the Mark XV.
The Mark XV development was canceled in
December 1990 and the still-to-be-defined suc-
cessor question-and-answer system is now re-
ferred to as the Next Generation IFF, or NGIFF.

g Briefing entitled, ‘ ‘Achieving Covert Communications and Ground-Combat Identification Using Modulated Scatterers, ’ E.K. Miller and
D.M. Mctzger,  Mechanical and Electronic Engineering, Lns Alamos National Laboratory (Mar. 11, 1992).
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A typical Mark XII airborne transponder. IFF formats
and protocols can be handled by any of several types
of interrogators and transponders.

As discussed in chapter 3, the three ways in
which an enemy can defeat the purpose of an IFF
system are exploitation, spoofing, and denial. An
enemy exploits an IFF system by getting informa-
tion from it. For example, if an enemy could
record queries from a Mark XII interrogator and
then rebroadcast them, then he could trigger the
Mark XII transponders and have friendly aircraft
identify themselves and reveal their positions.
Even if recording valid queries were impossible,
an enemy could guess at queries, hoping to hit
upon a valid combination. With thousands of
possible queries this may seem daunting, but in
fact modem electronic devices should allow
transmission of scores of guessed queries per
second.

The Mark XV would have reduced or elimi-
nated the possibility of enemy exploitation by
changing the query codes rapidly. Valid Mark XII
query codes are changed regularly but the process
is cumbersome, involving the use of printed keys
and the mechanical insertion of key values into
the transponder. In the late 1960s, the Navy flight
tested a system called TACIT (Time Authenti-
cated Cryptographic Interrogator/Transponder),

which allowed the rapid, automatic changing of
query codes. Indeed, codes could be changed so
rapidly that an enemy could not record and
retransmit a code before it became obsolete

The Mark XV was to have a capability like
TACIT. This means that all transponders, at least
within a theater of operation and ideally world-
wide, would switch codes in an agreed pattern,
say, every second on the second. Clearly the
requirements for time synchronization across
literally thousands of platforms around the world
is a major technical challenge. But modem
developments in electronics makes the task possi-
ble if not easy; modem electronic clocks have
accuracies of a fraction of a second per year. The
encryption computer contained with each interro-
gator would be supplied with a “seed” key that
would allow generation of a query code, then
algorithms embedded in the computer would
generate the next code from that seed and so on
until a new seed were supplied.

An enemy’s ability to appear friendly to an IFF
system is called spoofing. Just as an enemy could
try to exploit the Mark XII by recording or
guessing at proper queries, an enemy could also
try to spoof the Mark XII either by recording or
guessing proper replies. The Mark XV would
have incorporated several improvements to in-
hibit spoofing. These included a greater possible
number of responses creating a greater barrier to
straightforward guessing. The Mark XV would
have used “spread spectrum” pulses, that is, a
sharp pulse converted by the transmitter electron-
ics into a broad frequency pulse that has lower
peak energy at any given frequency, making
interception more difficult. The receiver has
similar electronics that operate in reverse, com-
pressing the spread pulse into a sharp information
pulse. A receiver that knows the proper spreading
and compressing function gets substantial re-
ceiver gain, but an enemy that does not know the
details of the function will have a difficult time
resolving the signal from background noise.9

v Don J. Torrieri, Principles of Secure Communication Systems, Second Edition (Bestow MA: Artech House, 1992), pp. 95-99.
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Also, the strength of the reply signal would have
been adjusted for the distance of the interrogator,
with the reply no stronger than it needed to be thus
making more difficult the interception and re-
transmission of a valid reply,

An enemy might be able to deny the use of an
IFF system, For example, jamming of the radio
signals is one straightforward approach. Almost
any radio can be j ammed if an enemy is willing to
invest adequate resources and can get jammers in
the right places. Military radio and radar systems
are designed to make j amming more difficult, but

Jamming can never be made impossible and the
amount of effort that is appropriate to invest in
e l e c t r o n i c  antijamming capability depends sensi-
tively on 1) the presumed combat environment, 2)
a judgment about the value of working in a

Jamming environment, and 3) a comparison with
other approaches to solving the jamming problem
(e.g., blowing up the enemy jammers).

Military users of Mark XII consider it easily

Jammed. Improvements contemplated for the
Mark XV included significant antijamming capa-
bility. For example, the query and response pulses
would be much longer than those of the Mark XII.
Longer pulses mean the potential for greater total
energy in the pulse and a longer signal integration
time, which makes j amming more difficult, Each
bit of information in a pulse would be spread over
the whole pulse length, which makes reading the
pulses in the presence of j amming more reliable.
The spread spectrum electronics that contribute
so much to communications security also make
jamming more difficult. Finally, the structure of
the pulses would allow for detection of transmis-
sion errors so that if jamming occurred, the
operators would know that information received
was faulty and should be rebroadcast.

Jamming is one potential threat, but an indirect
form of denial is perhaps the most important: if
the operators do not have confidence in the
system, they turn it off. Several experienced pilots

reported to OTA that during the Vietnam War,
they turned off their Mark XII IFF systems as
soon as they entered enemy air space. Other say
that more recently, on missions flown near
potentially hostile forces around the Mediterra-
nean Sea, Mark XII were turned off. The reasons
are the same in both cases: a fear that enemy-or
even friendly--queries would trigger the trans-
ponders and thus reveal the aircraft’s presence.
Against the more sophisticated Soviet threat,
pilots expected to turn off IFF transponders long
before they crossed enemy lines. If the operator
believes that an IFF system increases his danger,
then it will not be used to its full potential, if it is
used at all. Thus, the ON/OFF switch becomes
another means of denial. Mark XV improvements
would have mitigated the problem of inadvertent
friendly triggering of the transponder but this is
clearly more than just a technology problem and
a solution requires careful coordination among
the eventual users.

Despite its promised improvements, Mark XV
development was canceled in 1990, both because
of increasing technical complexity and the grow-
ing estimated cost of deploying the system. Over
40,000 Mark XII sets have been produced10 and
approximately 25,000 are still in use. With a huge
number of platforms needing IFF devices—and a
need for at least 17,000 Mark XVs was forecast—
acquisition costs multiply rapidly. Indeed, the
cost of the Mark XV would have precluded
outfitting every vehicle with a device, which
raises the distressing question of the value of an
IFF system that is so expensive that it is not
carried by all platforms.

The cancellation of the Mark XV program
leaves the future of cooperative aircraft IFF
uncertain. The original motivation for the pro-
gram, obsolescence of the Mark XII, still stands,
so some replacement capability is probably needed.
Most studies by the military Services assume that

1° Navy Briefing, “Defense Acquisition Board Milestone ‘O’ Review: Cooperative Friendly Aircraft Identification Presentation for C31
Systems Committee,” July 22, 1992.
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a cooperative IFF system will provide some part
of that needed capability.

Perhaps the most obvious Mark XII replace-
ment is a system with performance that is a
compromise between that of the Mark XII and of
the Mark XV. By backing off on the Mark XV
performance goals, costs could be reduced for any
r e p l a c e m e n t . Antijamming capability was one of
the major determinants of costs. Justifying any
p a r t i c u l a r  antijamming requirement is difficult
for any piece of electronic equipment. No one can
ever be entirely sure what resources a future
enemy might devote to j amming, how its jammers
might operate, be deployed, and so on. Thus,
making very conservative assumptions is enticing
but has substantial cost consequences for elec-
tronic systems. Options for future IFF systems
range from using the current Mark XII protocols
and radio wave forms-that is, making no an-
tij amming improvement to the Mark XII-to
using the spread spectrum waveforms proposed
for the Mark XV. In between are compromise
solutions that include using a modified and
reduced spread spectrum waveform or using
directional antennas to reduce jamming interfer-
ence. The Germans have made proposals for
moving to a different frequency band altogether,
in the S-band, which covers the range from 2-4
GHz. One advantage of S-band is that the
airwaves are less crowded at those frequencies.
As a general rule, however, the higher the
frequency of radio transmission, the shorter the
range. Thus, an S-band system has shorter range
than an L-band system. The shorter range of
S-band actually has one advantage: it is harder to
jam with a few distant but powerful jammers.
Short range is less of a handicap in the crowded
European theater in which the Germans operate
but it makes S-band unattractive for the world-
wide operations needed by the United States.

Maintaining communications security was a
secondary contributor to the cost of the Mark XV.

The Mark XV was to have anew cryptocomputer,
the KI-15, that would have provided very good
security through electronic handling of cipher
keys and rapid, automatic changing of keys that
would have saved operational costs. While the
cryptographic security component of the Mark
XII is quite old, the whole system need not be
junked. For example, according to the National
Security Agency, new cryptocomputers could be
added to the current Mark XIIs or to similar
follow-on models. These would provide better
security without the full cost of the Mark XV’s
capability.

The important point is that the Mark XV
improvements were not all-or-nothing; compro-
mises in performance are possible. DoD could
build a system better than today’s Mark XII but
cheaper than the Mark XV. The performance
goals for the Mark XV were established during
the Cold War. Now that war with Russia seems far
less likely and the more likely opponents are far
less challenging, backing off on the performance
requirements of the Mark XV should be given
serious consideration. The exact emphasis is, of
course, subject to judgment, but technical experts
interviewed by OTA felt that the end of the Soviet
threat has probably reduced the need for antijam-
ming improvements more than the need for
communication security improvements.

COORDINATION WITH CIVILIAN AIR
TRAFFIC CONTROL

B Civilian Airborne Transponders
A mid-air collision on December 16, 1960

between a United DC-8 approaching Idlewild
(now Kennedy) airport and a TWA Super Con-
stellation approaching LaGuardia killed the 128
aircraft occupants and eight others on the ground
and highlighted the limitations of the air traffic
control system even when aircraft were under
positive control.11

11 Ric~d  J. Ken~ safe, separated, and  Soaring: A History of Civil Aviation Policy, 1961-1972 (Washington DC: U.S. Department of
Transportation, Federal Aviation Administration; 1980), pp. 6-7.
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The New York City mid-air collision acceler-
ated adoption of several technical improvements
for civil air traffic control, for example, secondary
radar transponders on civilian aircraft. By 1953,
Mark X frequencies and protocols had been
released for international civilian use.12 The
civilian airliners were given use of Mode 3, which
in civilian use is called Mode A. Civilian airliners
use the 4,096 possible combinations of reply
signal to identify the aircrafts’ flight numbers,
with some numbers reserved for special mes-
sages; for example, any aircraft that responds to
a Mode A query with a “flight number’ of octal
code 7700 is saying that it has an emergency.

Additional civilian modes called, not surpris-
ingly, Modes B, C, and D have been added
subsequently, but only Mode C, with a 21-
microsecond delay between query pulses, is
commonly used. Ground-based radars can deter-
mine ground coordinates directly but are not able
to determine aircraft altitude. Therefore, most
aircraft now have transponders connected to the
aircraft altimeter allowing the transponder to
report automatically the aircraft’s altitude in
response to a Mode C query, The use by civilians
of military IFF frequencies and protocols has
important implications anywhere the two types of
aircraft expect to share the same airspace.

Mode S

Secondary surveillance radar has become so
useful and important to civilian air traffic control
that it has become a victim of its own success. In
some particularly heavy air corridors-for exam-
ple, Europe and the east and west coasts of the
United States—aircraft can receive identification
requests from dozens of radars. This may include
air corridor radars and overlapping radar coverage
from closely spaced airports. Moreover, not all
nations’ air traffic control procedures are identi-

cal or even particularly well-coordinated, so
neighboring countries may simultaneously query
the same aircraft for information important to
their air traffic control.13

The multitude of interrogators can result in
hundreds of queries each second. This volume can
saturate the airborne transponders, making them
unavailable when essential radar queries come
through. Moreover, all of the aircraft are sending
out identification calls more or less continuously;
interrogators are receiving the replies from prop-
erly designated aircraft and a multitude of stray
replies that are picked up as interference.

The ongoing, but gradual, adoption of a new
mode-Mode S, where ‘S’ stands for ‘select"—
is the internationally agreed technical solution to
these problems. In Mode S, interrogating radars
will not routinely send out a general ‘ ‘who’s out
there” query with every sweep. Mode S requires
that each aircraft have a unique, permanent
identifying number. A Mode S interrogator will
occasionally send out an ‘‘all-call’ message to
establish the identities of all of the aircraft within
its coverage. The radar and interrogator can then
send out specific messages to specific aircraft,
requesting altitude, for example. As an airplane
leaves the coverage area of one radar, the
information about that specific airplane can be
sent by land lines to the next radar, which will be
expecting it.14

Proponents of the Mode S system claim that it
will reduce transponder information loads by at
least two-thirds. It will also allow denser air
traffic near airports. One current constraint on
traffic density is the resolution of air traffic radars,
not just safe separation distances. Two closely
spaced aircraft will respond to the same Mode A
or Mode C query and their answers will overlap
when received by the interrogating radar, which

12 Mi~lael  c, Stevem, Se~o&~ Sumeillance R~ar @oWood,  MA: fi~h House, 1988), p. 9.

13 Lief IClette, “Europe’s Crowded Skies: Managing Civil-Military Airspace, ” International Defense Review, July 1992, pp. 659-662.

14 Radio ~~~~~ Cotission for Aeromutics, “ Minimum Operational Performance Standards for Air Trafilc Control Radar Beacon

System/Mode Select (ATCRBS/Mode  S) Airborne Equipment, ” Document Number RTCA/DO-181 (March 1983).
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I

will not be able to make sense of either of them.15

With Mode S, a radar could interrogate one
airplane and then, a millisecond later, send a
separate interrogation to the second airplane. This
time lag is so short that it will not affect air safety
but will allow electronic separation of the replies.
Thus, while Mode S is not needed by the U.S.
military, it is part of a much-needed world-wide
civilian standardization and modernization effort,
of particular importance in Europe.

Mode S will allow messages longer than the
current Mode A and C 12-bit messages. The
greater number of message bits plus the unique
identification numbers for aircraft allow limited
two-way digital and text data transfer between
aircraft and the ground that would be impossible
with today’s free-for-all interrogation system. For
example, just as Mode C now queries altitude,
Mode S could, in principle, query aircraft speed,
bearing, rate of decent, destination, even fuel
load. These data would be used by air traffic
controllers to better manage aircraft in dense
traffic.

Information can also be sent up to the aircraft.
For example, changes of air traffic radio fre-
quency could be sent automatically when aircraft
move from one control zone to another. Weather
advisories or changes in flight plan instruction
could be sent up, then written or otherwise stored
so they would be available to the pilot at a time of
her choosing.

The basic Mode S is called “Level l;” “Level
2’ includes the ability to receive short commands
of 56 bits; “Level 3“ includes the ability to
receive longer command sets of 112 bits and
transmit short ones; “Level 4“ includes the
ability to receive and transmit long commands.
Since the system is not yet operational, all of the

ultimate uses for the data transmission channels
of Mode S are not clear but enough is known now
to see that they will be useful to civilian pilots, but
less so to military pilots.

Mode S will be adopted in phases in the United
States. Large commercial passenger carriers must
have Mode S transponders operating by the end of
1993. Commuter carriers and general aviation
will acquire Mode S capability more gradually.
Perhaps within 10 years, all aircraft, even general
aviation, will need Mode S if they are to operate
in dense air-traffic areas of the United States.

The military must operate in a world where the
overwhelming majority of airspace is under
civilian control (at least in peace time). This
means that the military must adopt at least some
of the Mode S capability into any future IFF
system. The Services have two major problems
with Mode S, neither of which is insurmountable
but each of which must be handled. First is cost.

The cost to the military of Mode S will be more
than just the cost of the equipment. Another black
box can always get squeezed into a transport, but
every cubic inch on a fighter plane is already
occupied. That means redesigning existing equip-
ment, placing antennas, dealing with waste heat
from more electronics, and so on. Mode S was to
be an integral part of the Mark XV. With its
cancellation, DoD must find some other way to
outfit its aircraft with Mode S or come to some
accommodation with civilian air traffic control.16

The benefits of Mode S are greatest in the
densest air traffic. Service resistance to the cost of
Mode S is easy to understand because dense
traffic areas are just those in which military
aircraft are least likely to fly, at least in the United
States. But since commercial aircraft can hardly
avoid these areas, they will need Mode S. Then,

15 “f’hi~  is due t. he ffite speed of tie radio waves sent out by he &ansponders. Since radio @avels about  S(XI meters per microsecond, a

20-microsecond reply is 6,000 meters long and any two aircraft whose distances fkom the interrogator differ by less than that will send messages
that will overlap, or be ‘garbled,’ at the receiver. Note that the aimraft need not be dangerously close; since air tratllc control radars normally
do not discriminate  aircraft altitude, two airplanes with substantial vertical separation can still have very close ground tracks.

lb ~~er  fmm Barry Mbefl Harris, Deputy AWstrator, Federal Aviation Admum“stratiorL  U.S. Department of Transportationi  to Richard
G. Howe, Acting ChairmmL Policy Board on Federal Aviation, Office of the Secretary of Defense, Apr. 20, 1990.
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when Mode S is widespread, it doubtless will be
used-even if not essential-in the less heavily
traveled airspace where military aircraft do fly.

The FAA does not foresee Mode S message
capability as a requirement for operating in
general U.S. airspace, but requirements will be
imposed on aircraft that wish to operate near the
Nation’s busiest airports. In principle, military
flights could simply avoid those areas. Currently
the DoD foresees that fighters eventually will be
outfitted with Mode S/Level 2 and cargo trans-
ports will be outfitted with Mode S/Level 4.17

The second problem is more subtle: the infor-
mation that Mode S might provide to potential
enemies. This is not a wartime problem—pilots
would just turn civilian modes off in war theaters
and the military would take over air traffic
control. It is, rather, a problem of long-term
peacetime intelligence information loss. Current
Mark X-SIF identifies an airplane by its flight
number for that day. Mode S will identify each
airplane uniquely by its tail number. The Services
will not tolerate this since it would allow a
potential enemy to build up over time a valuable
database. For example, long-term compilation of
aircraft tracks might reveal how often particular
aircraft shuttle between deployment areas and
depot maintenance sites. One solution is to allot
to the Services a block of numbers that they could
mix around at random. Civilian and foreign air
traffic controllers would then know that the
aircraft is a U.S. military aircraft but not which
one,

The military may object to even this much
information being available, but presumably the
United States is also interested in clearly identify-
ing civilian airliners as such. Any system that
loudly proclaims all civilian aircraft inevitably
identifies military aircraft as well, at the very least
by default, since any airplane not proclaiming
loudly will be assumed military. Thus, this

weakness may bean inevitable price that has to be
paid for the protection of civil aircraft from
accidental attack.

fl Other Areas Requiring Civil-Military
Coordination

Today the military and the FAA jointly operate
air traffic control (ATC) systems covering the
United States and the air approaches to it, with the
military providing about a fifth of the ATC assets.
The Nation is in the process of converting to a
unified system, called the ARSA-4, to be operated
solely by the FAA. The unified system should be
more capable and cheaper. The Air Force will
receive data from the FAA radars and interroga-
tors, which will be used for the identification of
aircraft approaching the United States .18 Some of
the current Air Force air traffic control computers
cannot keep up with the high traffic densities in
the Nation’s busiest corridors, but sections of
radar coverage can be systematically blocked out
from the Air Force data link to allow the Air Force
system to concentrate on only those sectors that
are important to it. In the future, all Service ATC
equipment and computers will be comparable
with FAA equipment.

The FAA plans also for the gradual adoption of
an automatic system to help pilots avoid mid-air
collisions. Currently, aircraft pilots have visual
information, on-board radars, and secondary in-
formation relayed up from ground radars. Ground
radars can interrogate the transponders carried on
aircraft but currently the aircraft cannot interro-
gate each other’s transponders. The Traffic Alert
and Collision Avoidance System (TCAS) will
allow aircraft to use Mode-S transponders to get
information from other aircraft in the area which
will allow on-board computers to calculate and
recommend collision avoidance maneuvers. TCAS
will be in place for airlines by the end of 1993.
TCAS may eventually place some requirements

17 Frti COISO~  OSD liaison to FAA, persOnal  brief.

1S Tom McNiff, *‘Air Force, FAA Working on New Radar System, ’ JournaZ  of Commerce (Sept. 21, 1992), p. B3, (and personal briefings
from Richard Lay, FAA in-route radar manager)
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on military aircraft even if none are in place now.
The first phase of TCAS for general aviation or
commuter carriers is planned for implementation
in 19950

19
If cooperative IFF systems are to be used by

allies or even by U.S. forces operating in allied
countries, then frequency allocation problems
must be resolved. For example, the current Mark
XII transponders can cause interference in Ger-
many, where their use comes under some restric-
tion. The converse problem is getting everyone
onto the same frequency. For example, communi-
cations between military and civilian aircraft are
not always easy since military fighters primarily
use UHF frequency bands for communication
while commercial airliners use VI-IF bands.

IDENTIFICATION OF SHIPS
The problems of identification of friendly and

enemy ships are more like those of airborne
targets than they are like those of land surface
targets. Ships use a combination of tactical
information and direct target identification to
separate friends from foes.

Navy ships now have both Mark XII interroga-
tors and transponders that allow positive friendly
identification. The ships are equipped with so-
phisticated navigational and communications equip-
ment, thus antifratricide efforts among ships
through sharing of tactical and navigational
information comes naturally.

Chapter 2 related several historical incidents of
friendly fire between ships, and these are not
unknown today .20 With the strong emphasis on
carrier-based airpower, however, U.S. ships prob-
ably face a greater fratricidal danger from friendly
aircraft. The consequences would be much more
severe than for attacks on other aircraft but
fortunately the likelihood may not be as great.
Since the United States and its European allies
will have total control over the sea in most

foreseeable conflicts, there may be theaters in
which there is no reason for a friendly aircraft to
attack any ship.

There are several reasons to believe that
avoiding fratricide of ships will be easier, or no
more difficult, than avoiding fratricide of aircraft.
Modem warships are not as widely proliferated
around the world as are aircraft. Ships can afford
to carry more powerful transponders, surveil-
lance, and communications equipment. Ships are
larger and slower than aircraft so some ap-
proaches to noncooperative identification of air-
craft, for example, high resolution radar, should
work at least as well. Some noncooperative
techniques, for example, analysis of radio emis-
sion should work for ship identification just as
they do for aircraft identification, although ships
and aircraft will have different rules about radio
and radar silence. Other techniques, jet engine
modulation, for example, are simply not applica-
ble. But still others might work better for ships
than aircraft: examples include, synthetic aper-
ture radars, laser radars, and high resolution
infrared imaging. Because the country has far
fewer ships than aircraft, cost per platform is less
important for ships than for aircraft. Furthermore,
while perhaps not spacious, ships have much less
of a problem with packaging, power supply,
waste heat removal, and antenna placement than
do fighter aircraft.

9 Submarines
There is little current concern about fratricide

of submarines. Few nations possess them and
most that do are U.S. allies, so all submarines
could be assumed friendly in most limited con-
flicts. Furthermore, U.S. submarines are substan-
tially different from those of other nations. In the
future, the problem may become worse, however.
Some countries hope to export small diesel-
electric submarines. One can easily imagine a

19 U.S.  Dep~ent of Transportatio~  Federal Aviation ~“ “stration, “Introduction to TCAS II,” March 1990.
ZO Dtig  NATO exercises  in october 1992, the U.S. aircraft carrier Saratoga accidentally fwed missiles at the Thrkish  destroyer MU~VefIeL

killing five and wounding at least 15. See Eric Schmitg “U.S. Missiles Hit ‘Ih.rIcish  Ship, Killing 5,” New York Times, Oct. 2, 1992, p, A~.
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conflict like that in the Persian Gulf War, taking
place perhaps a decade hence, in which both local
allies and local enemies are equipped with the
same German- or Russian-built submarines.

In principle, submarines could use cooperative
and noncooperative IFF systems analogous to
those used on aircraft. But whereas the aircraft
systems would depend primarily on radio-
frequency electromagnetic energy, submarines
would use sound waves, magnetic fluctuations, or
some other signature. But submarines are differ-
ent. The hard part of killing a submarine is not
attacking and destroying it—although that can be
a challenge under some circumstances; the hard
part is finding it. Submarine designers devote
considerable attention to further increasing the
difficulty of detecting submarines, largely by
making them as quiet as possible. Submariners
would strenuously resist any effort to have
submarines actively broadcast in response to
some identification hail, or to somehow increase
their boat’s signature to make cooperative-
passive identification easier.

For the foreseeable future, therefore, avoiding
submarine fratricide will be based on the current
procedures for careful command and control of
areas of operation. Submarines now patrol indi-
vidual, well-defined areas; any other submarine
that enters that area is considered hostile and open
to attack. Moreover, within assigned patrol areas,
surface ships do not engage in antisubmarine
activity (that is left to the resident submarine), but
any submarine found outside of assigned areas is
assumed hostile and could be attacked by surface
and airborne forces. This approach works but is
very flexible only with good communication
between submarines and surface ships. If as-
signed patrol areas can be reliably updated several
times a day, ships above and below the surface
can cooperate smoothly.
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A COMPREHENSIVE IDENTIFICATION
SYSTEM

No cooperative IFF system is perfect, so pilots
and ships’ crews hesitate to fire based solely on
the assumption that lack of an IFF reply means a
target is an enemy. Any shooter would prefer to
have positive evidence that a target is an enemy,
hence the motivation for noncooperative IFF
systems. Yet neither are noncooperative systems
perfect. Exercises on test ranges indicate that with
current technology a few percent of targets
identified as hostile are, in fact, friendly. This
error rate may be acceptable in a struggle for
survival, as was expected between NATO and the
Warsaw Pact. However, if in the future the United
States is engaged in a lesser conflict with over-
whelming force ratios, then most of the aircraft in
the air at any given time will be friendly and even
a small rate of mistakenly identifying friends as
foes can result in the loss rates from fratricide
being as high as those from enemy action.

Cooperative and noncooperative systems can
work together to make each more effective than
either could be alone. Assume that a cooperative
question-and-answer type system were, say, 90
percent reliable. If this system were used to sort
all targets, then 10 percent of targeted friendly
forces would be classified as hostile, clearly an
unacceptably high value. But if a noncooperative
system were also 90 percent reliable, that is, it
classified friendly vehicles as hostile 10 percent
of the time, and all hostile-classified targets were
also queried by the cooperative system, then only
10 percent of 10 percent, or 1 percent, would slip
through both, assuming the two systems are
independent. 21 These numbers are picked only to
be illustrative, whether a 1 percent error rate is
acceptable will depend on the tactical situation
and political and military judgment.

Cooperative systems can even help identify
enemies, if operated in conjunction with nonco-
operative systems. Many noncooperative identifi-

21 In the red  world, the systems may not be independent. Batde damage, for example, might both change the noncooperative signature and
put IFF transponders out of commission. In war, nothing is neat.
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cation techniques will discriminate friend from
foe on the bases of subtle differences, but will
require expensive, hence perhaps scarce, equip-
ment. If this equipment is unable to examine all
possible targets, then cooperative question-and-
answer systems could concentrate efforts on
ambiguous targets. For example, only those
targets that do not respond to a cooperative IFF
queries would be examined by noncooperative
techniques.

Currently, the technology required for coopera-
tive question-and-answer IFF systems is more
developed than that for most noncooperative
systems. The Services see the advantages of
noncooperative IFF but that longer term goal
should not erode efforts to improve the reliability
of cooperative question-and-answer IFF by the
application of technology that is near-term or
in-hand.



Avoiding
Fratricide of

Land Surface
Targets 5

A11 of the U.S. fratricidal casualties in the Persian Gulf
War were among land forces. Near-absolute dominance
of the air and Iraq’s inability to project power to sea
allowed conservative rules of engagement in those

media, which avoided accidental attacks on friendly forces
except in a couple of cases that did not result in casualties.

The fratricide of the Persian Gulf War was unusual compared
to that of past wars. As pointed out in chapter 2, the most striking
aspect at first was the apparently unprecedented high fraction of
total casualties resulting from fratricide. In addition, however,
the importance of each type of fratricide was different from other
large mechanized land battles. In World War II, for example, the
most deadly fratricide were the result of aircraft bombing
friendly troops. Surface-to-surface fratricide resulted most often
from indirect fire in which artillerymen fire at a target that they
could not see, The Persian Gulf War, in contrast, had an
unusually high fraction of fratricides from direct-fire weapons,
such as tanks, shooting mistakenly at other land targets.

Most of the U.S. personnel were mounted in vehicles; thus, not
surprisingly, most of the fratricide occurred when vehicles were
hit, so that current emphasis is on protection of vehicles, not on [

that of individual infantry. Helicopters are included in this ~

chapter; although helicopters are aircraft, their operation and
employment gives them more in common with surface vehicles
than fixed-wing airplanes, at least as far as fratricide technology
and equipment are concerned.

The next sections discuss general approaches to avoiding
fratricide of ground targets, a number of specific technologies
available to implement these approaches, and some of the
advantages and disadvantages of each approach and technology,
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US. armored vehicles destroyed by friendly fire during the Persian Gulf War were recovered and collected,

INCREASING KNOWLEDGE OF THE
TACTICAL ENVIRONMENT

Reviews of past cases of fratricide, including
those from the Persian Gulf, show that a prime
culprit is the shooter’s poor understanding of
where friends are, and even where he is himself.
A unit spreads further confusion among neigh-
bors when—instead of being flatly lost—it be-
lieves it knows exactly where it is and reports an
incorrect location to other units. Thus, navigation
and communication are two vital keys to avoiding
fratricide.

B Navigation
Current multimillion dollar U.S. tanks do not

have compasses. This may seem astonishing until
considering that magnetic compasses are useless
inside 60-ton metal boxes. Alternatives-like

—have been prohibitively expen-gyrocompasses
sive in the past and were often unreliable in the
rough environment of a tank. Nevertheless, the
first step for improving tactical knowledge of

mobile units requires improving their naviga-
tional tools. Fortunately, new technical develop-
ments make this easier.

During the Persian Gulf War, tanks used
equipment—including some off-the-shelf com-
mercial equipment—that calculated latitude and
longitude from data received via radio pulses
from a network of satellites, the so-called Global
Positioning System or GPS. If desired, the same
principle could be applied on a local tactical scale
using airborne transmitters.1 Gyroscope com-
passes provide direction, and some, in particular
ring-laser gyroscopes, are improving in accuracy
and coming down in cost. Current plans call for
broad use of GPS and compasses, or azimuth
indicators, as the Army calls them.

Chapter 2 showed location uncertainty to be a
prime cause of fratricide from artillery. Global or
local positioning systems could provide artillery
batteries and their forward observers with accu-
rate, consistent coordinates. Some proposals call

1 Briefing “Very Imw Frequency Identification Friend or Foe, ” Willie Johnsou  U.S. Army Communications and Electronics Command,
Mar. 10, 1992.

,
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for use of positioning systems to increase fire
accuracy and perform last-instant IFF.

E Communication
Knowing location is just part of the job of

avoiding fratricide; each individual and unit must
inform nearby units of its location. One approach
is for each unit or vehicle to send its location to
some central distribution point. This might be a
ground-based or airborne communications node,
or it could be a satellite, perhaps the same one that
provides the location broadcasts as illustrated in
figure 5-1.

Communication of location could also take
place through shorter range networks, as illus-
trated in figure 5-2. Each vehicle could be a node
in a interwoven network of communicating vehi-
cles. Each vehicle would transmit information
about itself as well as its neighbors. Thus, not
every pair of vehicles would need to be in
constant direct communication, In the figure, for
example, tanks numbered 3 and 5 might not be
able to communicate directly because of interven-
ing terrain, but they can communicate by mes-
sages relayed via numbers 1 and 4. When tanks 3
and 5 then come into sight of one another around
the ridge, neither should be surprised. Systems
using these principles are now in development.

As one analyst has pointed out, this is a reversal
of how sensor networks have operated in the past:
sensor systems have been developed to find
information about the enemy, they collect infor-
mation about the enemy and all the friendly forces
within range, and then-with only slight exagge-
ration—the information about friends is thrown
away.2

Networks would allow the propagation of
information about foes as well as friends. Thus,
information about a hostile or ambiguous vehicle
sighted by any member of the network would be
available to each member of the network. In

and

‘d

SOURCE: Office of Technology Assessment, 1993.

principle, this type of communication allows
observers to ‘‘compare notes, ’ develop a com-
posite picture, and thus get a better overall
identification. For example, one observer might
see an ambiguous vehicle, then try, and fail, to get
a reply to a IFF query. Another might have limited
information on its appearance, another detected
some suspicious radio signals, and so on. No piece
of information by itself is definitive, but all of it
together might be. The range of the communication
links is not a problem; indeed, considered strictly
from the point of view of avoiding fratricide, the
range does not need to be much more than, say,
double the range of the vehicles’ weapons.

A simple navigation-communication system
could be based on the current standard Army
tactical radio, the Single Channel Ground and
Airborne Radio System (SINCGARS).3 More
elaborate data exchanges will require radios with
higher data rates. Almost any system would be
most useful with some way to display the location
information inside the vehicle graphically.

2 Briefing entitled, “Fratricide Prcventiou ” Mark Fine, U.S. Army Communications and Electronics Command, Mar. 10, 1992.
3 See ‘‘Combat Identification, Data Pose Battlefield Awareness, ” Signa/, November 1992, pp. 37-39 and Mark Tapscott, “SINGARS

Upgrades Moving to Full Battlefield Communications, ’ Dqfense  Electronics, vol. 25, No. 1, January 1993, pp. 29-32.
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Figure 5-2—A Ground-based Communications
Net for Exchange of Location and

Identification Information

@

SOURCE: Office of Technology Assessment, 1993.

M IFF Through Exchange of Location
Information

Navigation and communication systems can be
used as a type of IFF device, one in which
identification is based not on vehicle characteris-
tics or the exchange of codes, but on location
information. Take as an example a direct-fire
weapon like a tank. A navigation system could
provide each tank with an accurate position, and
a communication system could provide the posi-
tions of all friendly tanks within range. As part of
the current firing sequence, the tank gunner uses
a laser range-finder to determine the target’s
range. While current standard equipment on tanks
does not provide gun bearing, that is, the direction

in which it is shooting, the navigation system
could provide that information as well.

The tank gun’s computer or free-control sys-
tem, knowing its own location and the range and
bearing of the target, can quickly calculate the
exact location of the target. This location can be
compared to the locations currently reported by
friendly vehicles and, if there is no match, the
target could be assumed hostile. (One might want
further conflation in case it is a friend with
malfunctioning equipment.)

If the current register of locations shows a
match, the answer is somewhat ambiguous. A
match only means that a friendly vehicle is at the
same location, within the accuracy of the system,
not that the target in the gun sights is a friend. The
accuracy may be dozens of meters and the true
friend may be obscured behind a clump of trees.

Other approaches following this general theme
are possible. For example, just before the gun
frees, a radio or laser signal could be sent out
containing the message: “Attention! I am about
to shoot at a target at the following coordinates,
if you are sitting on that spot, you should tell me
now.” Obviously, the message, and reply, would
have to be encrypted to keep the enemy from
exploiting the system. The speed of the system is
also important. Tank crews are trained to get a
round off within ten seconds of first detecting a
target; good crews can do it within six seconds.
Any IFF procedure that takes “only” a second
significantly increases engagement time.

IDENTIFICATION SYSTEMS
Even a very effective navigation-communica-

tion system probably will be unable to offer
perfect friend and foe identification; an additional
system devoted to IFF may also be needed. The
simplest cooperative IFF system allows the ob-
server to remain passive, as illustrated in figure
5-3a. The target vehicle might use characteristic
markings to identify itself as friendly. In the
Persian Gulf War, the vehicles were marked with
an inverted ‘V’ made with an infrared-reflective
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Figure 5-3-Approaches to Identification of
Friend and Foe

‘“*

“ *

c’*

‘“*
SOURCE: U.S. Army.
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tape or paint that showed up on infrared imaging
devices while being fairly unobtrusive visually.

1 Beacons
The target vehicle might instead broadcast a

signal in all directions, identifying itself as
friendly, as illustrated in figure 5-3b. This is the
principle of the so-called “DARPA Lights” and
“Budd Lights.”4 Attaching flashing lights to
combat vehicles may seem unwise, since they
reveal the vehicles’ position to the enemy as well,

but these particular lights are only visible in the
near-infrared. In the Gulf War, the Allied forces
were widely equipped with infrared image-
intensifiers and the Iraqis were not. In addition,
the DARPA Light is fitted with an adjustable
shroud that blocks ground observers’ views of the
light while keeping it visible from aircraft. This
simple security measure was useful, again, be-
cause of limitations of the enemy: the Allies had
total air dominance leaving no Iraqi airborne
platforms to observe DARPA Lights from above.
(DARPA Lights were acquired and ready to
deliver to the Gulf, but the conflict ended just
before shipment.)

The Thermal Identification Device, or TID, is
another beacon system in limited current produc-
tion. The TID is a simple bent metal sheet in the
shape of a roof. The sheet is heated electrically on
one side to generate a thermal signal. The other
side reflects the cool thermal image of the sky.
The sheet is mounted on a short mast and an
electric motor rotates the sheet. Thus an observer
seeing the TID through an infrared image will see
an alternating bright and dark spot.5 See figure
5-4. The disadvantages of the TID include lack of

The ‘‘DARPA Light’ is a simple infrared beacon
visible only through night-vision goggles.

4 me -e @@t ~ve ~~ck  &,mu5e of its s~~~ t. tit of a pop~ ~t bevemge, but the trmmitter  was ori@mlly  so named titer

its inventor, Henry ‘‘Bud’ Croley at the U.S. Army Night Vision Laboratory who, along with Wayne Antesberger,  holds U.S. patent number
4862164 on the device.

s Bnefmg entitled, ‘‘Thermal Identi17cation  Device (TID) for Combat Identificatio~’  John R. Gres@  Night Vision and Electro-optics,
Night Vision Laboratory, Ft. Belvoir,  Virginia (undated).
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Figure 5-4-The Thermal Identification Device (TID)

SOURCE: U.S. Army.

security (any enemy with the proper thermal
sights can see it as well as other friends can) and
unreliability (apparently the exhaust plume from
the engine of the M-1 tank can obscure the TID
from certain angles).

Near-infrared blinking lights, such as the
DARPA and Budd Lights, have two related
drawbacks. First they are visible to anyone, friend
or foe, with near-infrared night-vision image-
intensifiers, which are cheap and widely available

Manual control

Laser activation

through the mail for about a thousand dollars.
Thus, any enemy might have at least a few
devices that could detect the beacons. Second,
they are not visible to the far-infrared imaging
devices used to aim the guns and other weapons
on U.S. armored vehicles. The TID avoids these
short-comings. Whereas the near-timed image
intensifiers are relatively inexpensive, far-
infrared viewers are a hundred thousand dollars or
more, and correspondingly fewer countries have
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the devices widely deployed. The TID also
radiates at the wavelengths at which the far-
infrared targeting viewer is most sensitive.

Future systems operating on the same principle
could use continuous omnidirectional radio trans-
missions. Signals sent by radio would have longer
range than visible or infrared light, especially in
fog, rain, dust, or smoke. Of course, special
provisions must be made to keep an enemy from
intercepting and exploiting the signals. Possibili-
ties include spread-spectrum signals-described
in the previous chapter--or time-synchronized
signals. Either approach forces an enemy to listen
to radio noise over a wide range-of frequency
bandwidth or time-and filter out a signal, while
friendly forces, knowing the waveforms or the
time sequence pattern, can listen only for the
signal.

I Question-and-Answer Systems
Having friendly targets broadcast only when

interrogated by another friendly shooter provides
additional security against enemy intercept and
exploitation of identification signals. This ap-
proach is illustrated schematically in figures 5-3c
and 5-3d.

Queries
The query signal could be a laser or some radio

pulse. The query pulse should be directional,
otherwise on a complex battlefield each tank’s
query would set off all tanks’ responses and
matching up queries and responses would be
hopelessly complicated.

The queries should also be encrypted to authen-
ticate them as coming from friends. This keeps
the enemy from exploiting the system. The enemy
might, for example, suspect that U.S. vehicles lie
camouflaged along a tree line but not know
where. If sweeping the whole treeline with a laser
or radio pulse caused all the U.S. weapons to send
out IFF replies, they would reveal their positions,

so the response must come only after receipt of a
valid, encrypted query.

A potentially cheap IFF approach would be
adapting the existing laser range-finders now
fitted on U.S. tanks. A danger of this approach is
that the laser signal will not reliably penetrate
smoke, fog, and dust. This may not cause a
problem for the laser’s range-finder function—
after all, ranging the target, the dust cloud around
it, or the tree next to it is good enough to get a hit
with a flat trajectory weapon like a tank gun. But
if the laser did not penetrate intervening dust, then
the target would never get the query and would
never send off a friendly response.

The query signal would be sent through a
simple directional antenna aligned with the weapon.
It could be, for example, fixed to the barrel of the
tank gun or to the turret much as the laser
range-finder is now. The same simple directional
antenna would then naturally be lined up to pick
up the signal from the particular target in question
and not any other.

The Army’s current near-term solution will use
a millimeter wave radio beam as the query signal.
Millimeter waves can penetrate obscurants, like
dust, and they can be fairly narrowly focused.6

Replies

The reply signal could be any of those de-
scribed above for a passive observer with much
the same advantages and disadvantages. Like the
query, the reply signal would have to be en-
crypted in some way that the enemy could not
reproduce,

Since the reply would be sent out only when the
system is properly queried, somewhat less atten-
tion could be given to avoiding intercept by the
enemy. For example, some proposed systems
would determine the general, but not exact,
direction of the query and return a bright, broad
laser beacon to show that the target is friendly,
accepting that the beacon would sometimes be

6 U.S. Army, Combat Identification System Program Office, Ft. Meade, MD, ‘‘Report to the Committees of the United States Senate and
House of Representatives on the Combat Identification Program, ” January 1993.
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seen by enemies. Alternately, omnidirectional
radio beacons, illustrated in figure 5-3c, could
announce that the target is friendly. Omnidirec-
tional broadcast is much simpler because it
removes any requirement for steering an an-
tenna—very quickly!—in a particular direction.

A directional reply, shown schematically in
figure 5-3d, would provide additional security by
making enemy intercept less likely. One clever
approach would use the interrogating laser as its
own reply signal by reflecting the laser back to its
origin using a comer reflector. (A corner reflector
is just a set of reflective surfaces in the shape of
the inside of the comer of a cube. The geometry
of the surfaces is such that no matter which
direction a light beam enters, it is reflected back
out in exactly that direction.) The reply would be
authenticated by modulating or chopping the
query pulse in some way, for example, by turning
on and off liquid crystal windows covering the
comer reflector. This particular approach, using
lasers, would be unreliable in smoke or dust.
Radio frequencies could penetrate better and
could use the same principle with the authentica-
tion provided by vibration of the reflective
surfaces to produce a detectable Doppler shift in
the return signal or by rapidly changing the
impedance of the reflecting antenna-similar to

the pre-World War II proposals for varying
dipoles on aircraft.7

DISMOUNTED INFANTRY
Most of the effort for IFF devices has centered

on the identification of vehicles, not people. At
present, programs examining exclusively the
problem of identification of dismounted infantry
are in the planning stage. The Army intends to
fund dismounted infantry IFF programs in the
coming and subsequent fiscal years. Infantry
almost always work closely with vehicles of some
sort and any vehicle-mounted system will also
help prevent mistaken attacks on friendly infan-

These three images are of the same tank on a test
range. The top is a close-up taken in visible light at
midday. The tank as seen at night through infrared
‘‘image intensifiers’ at a range of 500 meters is shown
in the middle image. The bottom image is the tank seen
through the same device but at 1500 meters. Modern
optics and electronics allows the detection of vehicles
beyond the range at which they can be reliably
identified.

T Briefing entitled, “Achieving Covert Communications and Ground-Combat Identification Using Modulated Scatterers,’ E.K. Miller and
D.M. Metzger,  Mechanical and Electronic Engineering, Ims Alamos National Laboratory (Mar. 11, 1992).
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try. Moreover, navigational and communications
improvements that increase tactical knowledge
will reduce fratricide of infantry as well as
vehicles, even without specific new IFF capabili-
ties.

One of the quick fixes used in the Persian Gulf
and mentioned already was the small, battery-
powered blinking infrared light called the Budd
Light. Its flashing is invisible to the unaided
human eye but shows up clearly at night through
night-vision goggles or other near-infrared image-
intensifiers. The device is cheap and easily
produced by components from retail electronics
stores. Being so widely available, it hardly counts
as an IFF device but it can be a useful command
and control device. For example, one combat unit
may know that another unit is somewhere in front
of it in a group of trees but not know exactly
where. Getting the two units coordinated by
describing features at night over the radio is
difficult, but a request to turn on the infrared
blinkers for five seconds could make relative
positions clear in an instant, and thus help avoid
fratricide.

Future research will include work on tech-
niques specifically directed toward infantry iden-
tification. Some of these ideas are modern incar-
nations of World War I infantry identification
efforts that included sewing mirrors on the backs
of trench coats to aid identification by friendly
aircraft overhead. Notional proposals include:
fabrics that reflect millimeter waves or fabrics
and dyes that reflect only very specific wave-
lengths chosen to match up with the wavelengths
detected by targeting sensors; fabrics and dyes
that luminesce under specific laser illumination;
retro-reflectors on combat uniforms; and active
infrared displays on the uniforms.8

‘‘BuddLights’ are invisible to the naked eye but show
up clearly through night-vision goggles.

NONCOOPERATIVE IDENTIFICATION
Development of noncooperative identification

of ground targets is perhaps at an even earlier
stage than it is for air targets, but some ideas have
surfaced. Just as for air targets, the simplest
identification technique is based on the outward
appearance of the vehicle. Again, as for air
targets, this simple approach is made very com-
plex by the proliferation of U. S., British, French,
Russian, and other weapons throughout the world.

A straightforward improvement in identifica-
tion capability would come from improvement in
imaging devices, for example, higher resolution
for infrared detectors, laser radars that provide
three dimensional images, and so on.

More subtle clues to identity might be provided
by, for example, vibrations of the surface of the
vehicle, detectable by Doppler radar. Doppler
radar shows some promise for the identification
of helicopter because of the characteristic Dop-
pler shifts caused by the rotating blades.9

Sensors might be able to pick up characteristics
of the vehicle exhaust, even detecting differences
in fuel type,10 or sensors could look at the

8 ~ ~I~Omatlon  paper:  Identification Friend or Foe for the Individual soldier, ’ Robin St. Pere, U.S. Army, Natick RD&E Center, Oct. 6,

1992.

s Briefiig  entitled, “Radar Helicopter Ident~lcation,  ” Gcrardo  Melcndez,  EW/RSTA Directorate,  Us. -Y CO~unications ~d
Electronics Command (undated).

10 Briefing entitled, ‘ ‘Laser Radar Effluent Sensor,” Guil  Hutcheson, Ims Alarnos National Laboratory (undated).
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reflectivity of the vehicle in several spectral
ranges. ll For ground combat application, each of
these techniques that depend on detection of
subtle spectral differences should be approached
with a healthy skepticism, since transmission of
radiation through the dirty, dusty, smoky, foggy
air of the battlefield will often be the fundamental
limit to their performance. In addition, one must
consider the effects of trees, buildings, and
intervening terrain.

Some sensor systems have been developed to
detect enemy vehicles on the battlefield. For
example, the Remotely Monitored Battlefield
Sensor System, or REMBASS, uses a combina-
tion of acoustic, seismic vibration, magnetic, and
infrared sensors to detect vehicles. With some
added sensitivity, each of these techniques might
be able not just to detect, but identify, vehicles.
These sensors are typically short range and fixed
so they are probably better at providing tactical
intelligence about enemy vehicles to a communi-
cations network than at providing the information
directly to a shooter.

CURRENT PROGRAMS
A quick review is worthwhile to repeat what is

hypothetical and what is under active considera-
tion or development. The Army divides its
development efforts into four time categories.
The “Quick Fix” was intended to get something
into the hands of troops immediately. Quick fixes
include the Budd and DARPA Lights, receivers
for satellite transmissions of global positioning
data, and the infrared-reflective “thermal” tape
that were rushed into service during the Persian
Gulf War. The Thermal Identification Device
described above is another quick fix.

After the Persian Gulf War, the Army acquired
20,000 Budd lights, which are to become logistic

stock items, and contracted for 120,000 square
feet of thermal tape. The Army also has the 8,000
DARPA Lights acquired during the Persian Gulf
War. The Army will acquire 300 TIDs, or the
parts required for rapid assembly. Production will
beat Tobyhanna Army Arsenal. This will provide
enough TIDs for an armored brigade. (Note also
that the extreme simplicity of the TID should
allow rapid surge production.) The Army also has
bought, or is in the process of buying, over 10,000
global position receivers called Small Light-
weight Global Positioning Receivers, or SLGRs
(pronounced “slugger”).

The near-term program aims to get something
in the field in five years or so. The ideal near-term
system should require little or no additional
research and development. A request for propos-
als sent to industry solicited numerous responses.
A test at Ft. Bliss, Texas examined many of the
proposed systems using actual combat vehicles
under realistic desert conditions.

12 The result of

that test was selection of a millimeter wave
question-and-answer system for near-term devel-
opment and deployment. One of the disadvan-
tages of a millimeter wave system is that it will be
difficult to incorporate into airplanes, but compat-
ibility between aircraft and surface vehicles is
only a desirable characteristic for near-term
solutions and a requirement only for far-term
solutions. The Army has set a limit of $100
million for total costs to produce approximately
enough identification devices for 1,500 vehicles,
not enough to outfit the whole army but enough
for a substantial contingency force.

Mid- and far-term solutions are intended to
provide a more permanent solution in seven or
more years. These programs are now in the
exploratory stage.

11 ~e~e ~otio~  approaches are taken for a brief~ presented by Wayne Gr~6 “Electro-Optics (E-O) lkchnology for Positive Target
Identification%” United States Arrny, Night Vision and Elecro-Optics  Directorate, Fort Belvoir, VA (un&ted).

IZ Tfiing and Doctrine Co remand, Combut ID Tech Demo, June 9, 1992. Because of limitations of the desert test sites, performance in
fog, ra@ or forest could not be tested.
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TACTICS, DOCTRINE, AND TRAINING
The Army has not given as much explicit

attention to avoiding fratricide in the past as
might be expected, but this is because troop safety
was a natural, integral part of coordination and
planning. The Army now believes, however, that
friendly fire requires special treatment in tactics,
doctrine, and training.

Some changes in tactics are possible. For
example, most of the Persian Gulf fratricides
occurred under conditions of reduced visibility,
either darkness or dust and haze. If the goal were
to reduce fratricide, then one easy solution would
be to never attack except under clear daylight
conditions. Remember, though, that low visibility
for U.S. forces often translates into no visibility
for enemy forces not equipped with infrared or
image-intensifying viewers. Night attacks reduce
the enemy’s effectiveness, including his ability to
inflict casualties, and thus reduce casualties
overall.

Nevertheless, technical advantages enjoyed by
the United States, compared to a wide spectrum of
potential adversaries, could allow changes in
tactics. For example, in the Persian Gulf, U.S.
forces could often see, hit, and kill Iraqi targets
that could not even see the forces shooting at
them. Under these conditions, more cautious,
deliberate attacks might be able to keep both
fratricidal and enemy-inflicted casualties down.

Training is extremely important to avoiding
fratricide in future conflicts. The Army’s training
centers now pay special attention to fratricide
incidents and collect the information for an
on-going “lessons-learned’ study. Firing ranges
are now equipped with both enemy and friendly
targets to practice ‘ ‘Don’t Fire! situations.

Simulation is an important part of modern
training. In the past, simulators have been much
better at depicting the day-lit world than the night
world seen through infra-red viewers. Yet most of
the fratricide in the Persian Gulf occurred under

some sort of reduced visibility. Simulation for
training is a rapidly progressing field and simula-
tion of poor-visibility conditions must be sup-
ported in future programs.

CONCLUSIONS
Ground combat illustrates most clearly the

vital importance of tactical knowledge of the
battlefield to avoiding fratricide. Indeed, by some
estimates, the majority of fratricide could be
avoided by improvements in navigation and
communication without a dedicated IFF system.
For the foreseeable future, however, IFF devices
will probably also be desired to compensate for
gaps in tactical knowledge.

Navigation-communication systems and IFF
systems will be pursued in parallel but, when
comparing costs, one should keep in mind that
avoiding fratricide is just one advantage of
improved knowledge of the battlefield. Better
information will increase maneuverability, flexi-
bility, control and coordination of units and fire,
and, hence, overall combat capability.

The Army’s preferred near-term solutions will
be difficult and expensive to incorporate into
fixed-wing aircraft, This alone might make it
unacceptable as a permanent solution if fixed-
wing aircraft are expected to continue to provide
close air support. One of the important policy
questions is how to allocate resources between
solutions that provide quick, but limited, results
and more permanent solutions, which admittedly
will take longer to implement.

The Army’s technology and equipment to
avoid ground combat friendly fire is primitive
compared to Navy and Air Force equivalents.
Army programs may need preferential funding for
several years just to catch up to the level enjoyed
by its sister Services today. The distribution of
fratricides in the Persian Gulf argues for this
relative shift in effort, at least until imbalances are
less pronounced.
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